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INTRODUGTION AND LEGAL AUTHORITY

in Title 70, Chapter 94, Section 161 of the Revised Code of Washington, our State Legislatue directs the
Department of Ecology (Ecology) “...to require renewable permits for the operation of air contaminant sources.”
Ecology defined-common elements of such required Air Operating Permits (AOP) to comply with goals of the
Federal Clean Air Act (FCAA). Ecology published those permit elements in the Washington Administrative
Code [Chapter 173-401 WAC]. An AOP prescribes emissions limitations, operating requirements, monitoring -
and recordkeeping requirements, and reporting frequencies for.the permitted source.

The FCAA requires the Georgia Pacific Consurﬁer Products (Camas) LLC (Georgia Pacific Camas Mill) to
obtain a federal Title VV Air Operating Permit because the facility emits or has the potential to emit during a year,
one hundred tons or more of listed air pollutants. [WAC 173-401-300(1)]

Georgia Pacific Camas Mill uses the methods specified in this AOP to show its compliance with underlying air
- pollution control requirements. The permittee shall submit a report certifying its compliance with the terms and
conditions contained in this AOP, in accordance with General Condition 37, including certifying compliance with
- all applicable requirements identified in Appendix D. ' - : .

This Title.V Air. Operating Permit consists of all parts of this assembled doctiment; including its Appendices-and
Footnotes, but does not include: the accompanying, Support Document, or.any other or permits.

The definition of terms contained in WAC 173-401-200, or defined in any other referenced rule or regulations,.
apply to this permit unless otherwise defined in the AOP. All terms and conditions in this permit, excépt state-
only requirements, are enforceable under the FCAA. State-only requirements are specifically identified in the
permit. : ‘ S '






EMISSION UNIT SPECIFIC REQUIREMENTS [WAC 173-401-600]

The emission units covered by Conditions A through V are subject to the following emission limits, and monitoring
and reporting requirements. These units are also subject to the Facility
associated monitoring, recordkeeping and reporting require
this permit. The permittee may use an equivalent method wi
specified otherwise, the basis of authority for the type and fre
through V is WAC 173-401-615 of 630(1). :

Insignificant emission units (IEUs)' are subject
|EUs -are not subject to testing, monitoring, recordkeeping,
requirements in the State Implementation Plan (SIP) impose them. [WAC 173

ments for these limits in the Facility
th prior written approval from Ecology. Unless
quency of monitoring imposed in Conditions A

-Wide General Requirements and the

-Wide section of

to applicable requirements within the Facility-Wide section, but ‘
reporting or certification requirements unless the
-401 -530(2)(c)]

The reference test method (RM) is identified in the column titled “Monitoring and Reporting™. Ecoiogy also

provided the compliance determination algorit
emissions are calculated for those requiremen
provide an emissions estimate. The permittee may use an e

Ecology.

A No. 3 Kraft Recbvery Furnace

hm in Appendix C. The algorithm sets forth the manner by which
ts when sing the Reference Method itself does not directly
quivalent method with prior written approval from

(shall not-exceed)

| 0.033 gr/dscf

Al PMio Sample monthly-using EPA Method 5 ora WAC 173-405-040(10) for
o i (0.075 g/dscm) @ | test method approved in writing by Ecology. | the O&M requirements
8% O (average of | Report test restits in the monthly report.2 PSD-88-3 Maodification 2
3 one-hour runs). | The permittee shall comply with Conditions | DE-88-360 Modification 2
A.6.a and A.8.b, intended to indicate Condition 1
compliance with the particulate limit and 40 CFR64.2°
CAM requirements. S CAM Requirements
‘ ) ) ' . (See Section Q)
A2 Opacity = | Average 20% for . EPA Method 9 is the reference test method PSD-88-3 Modification 2
: more than or a test method approved in writing'by - s . o
6 consecutive Ecology. The permittee shall comply with DE-88-360 Modification 2
minutes in any 60- | Conditions A.8.a and A.6.b, intended to Condition 2
. minute period indicate compliance with the opacity fimit. :
A3 SOz 10 ppm @ 8% Oz, | EPA Method 6 or 6C is the reference PSD-88-3 Modification 2

24-hour average

method or a test method approved in writing
by Ecology. Monitor monthly using an

- approved CEM that conforms to 40 CFR 60

(March 26, 1987), App. B, Perf. Spec. 2,
and App. F.*® The permittee shall monitor
continuously an hourly average of scrubbing
liquid pH at a minimum of 7 through the first

1 stage of scrubber. Records of the hourly

average for the pH will be maintained.
Whenever an hourly average pH is below
the specified range, the permittee will

_ initiate corrective action-within 24 Hours.

DE-88-360 Modification 2
Condition 3

WAC 173-405-040(10) for
the O&M requirements

{ Failure to initiate corrective action within 24




A4

A5

" ABa

AB.b

hours is a violation of WAC 173-405-
040(10) and may be a violation of the *
underlying applicable requirement. Report
1-hour average excursions and corrective
action in the monthly report.

NOx

1.3 Ib/ton (0.65
kg/Mg) of black
liquor solids fired

Permittee shall conduét a source test,

-consisting of three one-hour runs, once each

permit term. EPA Method 7, 7B, or 7Eas -
prescribed in 40 CFR Part 60 (July 1, 1998) -
is the reference method to be used for NOx
measurement or a test method approved in
writing by Ecology. During each test run the
permittee shall record the No. 3 Recovery
Furnace's operating conditions: black liquor
solids (BL.S) and/or auxiliary fuel fired, steam
production rate, and excess oxygen level.
Permittee shall maintain such records for the
5-yr period and be available upon request.
Report test results and operating conditions
within 60 days from.the last sampling. NOx
emission factor is calculated using the most
recent stack test results. Report results no
later than 60 days after source test.

| completion.

PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 4.

TRS

5 ppm by volume

on a dry basis @

8% Oy, 12-hour
»average7

EPA Method 16 or 16A as prescribed in 40
CFR Part 60 (July 1, 1998) is the reference
method or a test method approved in writing
by Ecology. Monitor continuously using an

' approved CEM that conforms to 40 CFR

Part 60 (March 26, 1987) App. B, Perf.
Spec. 5, and App: F.2% |f the total number
of contiguous periods of excess emissions in
a quarter is less than one percent of the total
number of operating hours (excluding
periods of startup, shutdown, of malfunction)
during the quarter, the excess emissions do
not constitute a violation of this requirement.
Report excursions in the monthly report.

PSD-88-3 Modification 2 |

DE-88-360 Modification 2
CQndition 7 ‘

HAPs

Particulate
surrogate: 0.044
gr/dsft (0.10 )
g/dscm) @ 8%
0o, hourly
average (see
Condition A.6.c)

‘Monitor pressure drop of the scrubber at -

least once every 15.minutes.” ** The
pressure drop will be equal to or greater
than 2 inches of water through the first stage
of the scrubber. Begin corrective action, as
specified in the. SSM plan, when an

.excursion occurs {any 3-hr average out of

compliance with pressure drop). A violation
occurs when 8 or more 3-hr averages are
out of compliance with pressure drop
requirement during a 6-month reporting

period. No more than one exceedence can

occur per 24 hour period. Report excursuons
in the: monthly report.

40 CFR 63.862(a)(1)(i) for
HAP liemit

| 40 CFR 63.864(e) for

monitoring

40 CFR 63.864 (k)(1) for
corrective action;

40 CFR 63.864 (k)(2) for
violation definition;

40 CFR 63.864 (k)(3) for
nunber of exceedences
per period.

40 CFR 63.6(f) for SSM
exclusion. |

Monitor secondary power of ESP at least
once every 15 minutes. 34 Maintain

40 CFR 63. 862(a)(1)(|) for
HAP limit

secondary power equal or greater than 40

N

40 CFR 63.864(e) for




Abc

B.1

B.2

B.3

Report excursions in the monthly report.

kW on an hourly average. Begin corrective
action, as specified in the SSM plan, when
an excursion occurs (any 3-hr average out of
compliance with power reguirement). A -
violation accurs when 6 or more 3-hr
averages are out of compliance with the
power requirements during a 6-month
reporting period. No more than one
exceedence can occur per 24 hour period.

| 40 CFR 63.864 (K)(3) for

monitoring -

40 CFR 63.864 (k)(1) for
corrective action;

40 CFR 63.864 (k)(2) for’
violation definition;

nunber of exceedences
per period.

40 CFR 63.5(f) for SSM
exclusion.

HAPs

A.B.a, permitiee may use the PM overall

".test data from No. 3&4 recovery furnaces,

If a source test exceeds the particulate
surrogate concentration listed in condition

compliance method described in 40 CFR
63.862(a)(ii) and 66 FR 3180 (January 12,
2001 or most recent version) to demonstrate
compliance with the HAPS standard. The
calculation must be made with the source

and No. 3&4 smelt dissolvers, and the No. 4
lime kiln for the same month, if available, or
most recent source test data, if data from the
same month is not available.

40 CFR 63.862(a)(ii)

- Note; Refer to Aopendix G for footnotes’ definition.’

No. 4 Kraft Recovery Furnace

0.033 gr/dscf

WAC 173-405-040(10) for

- 24-hour average

PMio Sample monthly using EPA Method § or a
(0.075 g/dscm) @ | test method approved in writing by Ecology. |- the O&M requirements
8% O (average of | Report test results in the monthly report. 2 PSD-88-3 Maodification 2
3 one-hour runs) The permittee shall comply with Condition DE-88-360 Modification 2
B.6.a and B.8.b, intended to indicate . Condition 1
compliance with the. particulate limit and 40 CFR 64.2
CAM requirements. ’ CAM requirements
: . (see Section Q)
Opacity -Average 20% for - EPA Method 9 is the reference test method | PSD-88-3 Modification 2
more than or a test method approved in writing by
6 consecutive Ecology. The permittee shall comply with DE-88-360 Modification 2
minutes in any 60- | Condition B.6, intended to indicate Condition2 -
minute period compliance with the opacity limit. ‘
S0, 10.ppm @ 8% O, EPA Method 6 or 6C is the reference method| PSD-88-3 Modification 2

or a test method approved in writing by .
Ecology. Monitor monthly using an approved
CEM that conforms to 40 CFR Part 60
(March 26 1987), App. B, Perf. Spec. 2, and
App. F.*® The permittee shall monitor
continuously an. hourly average of scrubbmg
liquid pH at @ minimum of 7 through the first
stage of scrubber. Records of the hourly
average for the pH will be maintained.

DE-88-360 Modification 2
Condition 3

WAG 173-405-040(10) for
the O&M requirements




B.4

B.5

B.6.a

BSb

Whenever an hourly average pH is below the
specified range, the permittee will initiate
corrective action within- 24 hours. Failure to
initiate corrective action within 24 hours is a
violation of WAC 173-405-040(10) and may
be a violation of the underlying applicable

" requirement. Report 1-hour average
excursions and corrective action in the.
-monthly report. '

NOx

1.5 Ibs/ton (0.75

kg/Mg) of black
liquor solids fired

Permittee shall conduct an annual source
test, consisting of three  one-hour runs. EPA
Method 7, 7B, or 7E as prescribed in 40 CFR
Part 60 (July 1, 1998) is the reference-
method to be used for NOx measurement or
a test method approved in writing by
Ecology. During each test run the-permittee
shall record the No. 4 Recovery Furnace's
operating conditions: BLS and/or auxiliary
fuel fired, steam production rate, and excess
oxygen level. Permittee shall maintain such
records for the 5-yr period and be available .
upon request. Report test results and
operating conditions within 60 days from the
last sampling. The NOx emission factor is

. calculated using the most recent stack test
results. Report test results no later 60 days
after source test completion.

- PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 4

TRS

5 ppm by volume
on a dry basis @
8% Og, 17 2-hour
average

EPA Method 16 or 16A as prescribed in 40
CFR Part 60 (July 1, 1998) is the reference
method or a test method approved in writing
by Ecology. Monitor continuously using an
approved CEM that conforms to 40 CFR Part
60 (March 26, 1987), App. B, Perf. Spec. 5
‘and App. F.2® I the total number of

. contiguous periods of excess emissions in a
quarter is less than one percent of the total
number of operating hours (excluding ,,
periods of startup, shutdown, or malfunction)
during the quarter, the excess emissions do

not constitute a violation of this requirement. |

Report excursions in the monthiy report.

PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 7.

HAPs

| Particulate

surrogate: 0.044
(0.10 g/dscm)
gr/dsft @ 8% Og,
hourly average

Monitor secondary power of ESP at least
once every 15 minutes.*>* Maintain
secondary power equal or greater than 125

1 kKW on an hourly average. Begin corrective

action, as specified in the SSM plan, when
an excursion occurs (any 3-hr average out.of
compliance with power requirement). A
violation occurs when 6 or more 3-hr
averages are out of compliance with the
power requiremeénts during a 8-month
reporting peried. No more than one
exceedence can occur per 24 hour period.
Report excursions in the monthly report.

40 CFR 63.862(a)(1)() for
HAP limit

40 CFR 63.864(e) for
monitoring

40 CFR 63.864 (k)(1) for
corrective actien; .
40 CFR 63.864 (k)(2) for
violation definition;

40 CFR 63.864 (k)(3) for-
nunber of exceedences
per period. -

40 CFR 63.6(f) for SSM
exclusion.

If a source test exceeds the particulate

surrogate concentration listed in condition -

40 CFR 63.862(a)(i)




C.-

X

c.2

c3

C4

C.5

C6

B.8.a, permittee may use the PM overall
compliance method described in 40 CFR
63.862(a)(ii) and 66 FR 3180 (January 12,
2001 or most recent version) to demonstrate
compliance with the HAPS standard. The
calculation must be made with the source |
test data from No. 3&4 recovery furnaces,
and No. 3&4 smelt dissolvers, and the No.4
lime kiln for the same month, if available, or
most recént source test data, if data from the
-same month is not available,

Bubble Emiséions for No. 3 and No. 4 Kraft Recovery Furnaces

Note: Refer fo Appendix G for footnotes’ definition.

PMio The combined Calculate mass emissions, monthly. PSD-88-3 Modification 2
' emissions from Permittee shall submit a monthly report of )
-the recovery | progress toward the annual limit. DE-88-360 Modification 2
furnaces shallnot | - : Condition 1
exceed 328 tpy
PM1o. - .
SOz The combined Calculate mass emissions monthly. PSD-88-3 Modification 2
emissions from Permittee shall submit a monthly report of :
the recovery progress toward the annual limit, DE-88-360 Modification 2
furnaces shall not Condition 3
exceed 46.2 tpy
“S0.. : RN
NOx The combined - Calculate mass emissions monthly. PSD-88-3 Medification 2
emissions from Permittee shall submit a monthly report of o
the recovery progress toward the annual limit. - | DE-88-360 Modification 2
furnaces shall not - Condition 4
exceed 609 tpy ‘
NOx. .
_CO The combined Calculate mass emissions monthly. PSD-88-3 Modification 2
emissions from Permittee shall submit a monthly report of -
the recovery progress toward the annual limit. DE-88-360 Modification 2
furnaces shall not ' Condition's
exceed 2504 tpy .
CO. . | Order DE-1147
VOC The combined Calculate mass emissions monthly. PSD-88-3 Modification 2
emissions from | Permittee shall submit a monthly report of ' '
the recovery progress toward the annuai limit: DE-88-360 Modification 2
furnaces shail not Condition 6
exceed 219 tpy . .
VOC. _ ‘
TRS . The combined Calculate mass emissions monthly. PSD-88-3 Modification 2
emissions from Permittee shall submit a monthly report of .
the recovery- | progress toward the annual limit. DE-88-360 Modification 2
furnaces shall not " Condition 7
exceed 12.7 tpy :
TRS. B




D.

D.1

D.2

D.3

D4.a

D4b

-No. 3 Smelt Dissolver

0 12 Ib/ton (0 06

liquor solids (dry
weight), hourly
average (see
Condition D.4.b)

stage of the scrubber will be at least 2000
gallons per minutes, and pH will be at least
9. Begin corrective action, as specified in
the SSM plan, when an exceedence
occurs (any 3-hr average out of
compliance with pressure drop, scrubber

‘| flow, or pH requirements). A violation

occurs when 6 or more 3-hr averages, are
out of compliance with pressure drop,
scrubber flow, or pH requirements during a
6-month reporting period. No more than
one exceedence can occur per 24 hour

{ period. Report excursions in the monthly

report

PMio Sample monthly using EPA Method 5. PSD-88-3 Madification 2
‘kg/Mg). of black Report test results in the monthly report.” DE-88-360 Modification 2
liquor solids (dry The permittee shall comply with Condition Condition 8
weight), hourly | D.4a, intended to indicate compliance with | 40 CFR 60.282(a)(2)()
average (average | the particulate limit and CAM requirements. | WAC 173-405-040(10) for
of 3 one-hour . the O&M requirements
runs)- 40 CFR 64.2 CAM
requirements (see Sectlon
Q)
Opacity Average 20% for | EPA Method 9 is the reference test method | 40 CFR § 60.11(c)
more than 6 or a test method approved in writing by PSD-88-3 Modification 2
consecutive "Ecology. The permittee shall comply with DE-88-360 Modification 2
minutes in any 60- |. Condition D.4.a, intended to indicate Condition 9
minute period compliance with the opacity limit. ‘
TRS 0.0168 Ib/ton " EPA Method 16A/6C is the reference 40 CFR 60.283(a)(4)
: (0.0084 kg/Mg) of | method, or a test method approved in WAC 173-405-(10) for the
black liquor solids | writing by Ecology. Report test results O&M requirements
on a daily once per permit term. The permittee shall PSD-88-3 Modification 2
average comply with Condition D.4.a, intended to . | DE-88-360 Modification 2
indicate compliance with the TRS limit. Condition 12 o
HAPs Particulate Monitor pressure-drop, flow, and pH of the 40 CFR 63.862(a)(1)(j) for
surrogate: 0.2 - scrubber at least once every 15 minutes.* HAP limit
Ib/ton (0.10 | The pressure drop will be at least 3inches | 40 CFR 63, 864(e) for -
kg/Mg) of black | of water, the flow rate through the first monitoring

40 CFR 63.864 (k)(1) for
corrective action;

40 CFR 63.864 (k)(2) for
violation definition; .
40 CFR 63.864 (k)(3) for
nunber of exceedences per
period. |

40 CFR 63.6(f) for SSM
exclusion.

If a source test exceeds the particulate
surrogate concentration listed in condition
D.4.a, the permittee may use the PM
overall compliance method described in 40
CFR 83.862(a)(ii) and 66 FR 3180
(January 12, 2001 or most recent version)
to demonstrate compliance with the HAPS
standard. The calculation must be made
with the source test data from No. 3&4
recovery furnaces, and No. 3&4 smeit

“dissolvers, and the No.4 lime kiln for the

same month, if available, or most recent
source test data, if data from the same
month is not availabie.

40 CFR 63.862(a)(ii)

Note: Refer to Appendlx G for footnotes deﬁnmon




E.

E.1

E2

E.3

E.4.a

"EA4b

No. 4 Smelt Dissolver

PMia

0.12 Ib/ton of

Sample monthly using DOE Method 8 or a

' WAC 173-405-(10) for the
black liquor solids | test method approved in writing by Ecology. .| O&M requirements
(dry weight), Report test results in the monthly report.2 PSD-88-3 Modification 2
hourly average The permittee shall comply with Condition DE-88-360 Modification 2
(average of 3 one- | E.4.3, intended to indicate compliance with Condition 8 .
hour runs) the particulate limit and CAM requirements. 40 CFR 64.2
: : s CAM requirements
, (see Section Q)
Opacity Average 20% for | EPA Method 9 is the reference test method | PSD-88-3 Modification 2
| more than6 or a test method approved in writing by DE-88-360 Modification 2
consecutive -|. Ecology. The permittee shall comply with Condition 8
minutes in any 60- | Condition E.4.a, intended to indicate :
minute period compliance with the opacity limit.
TRS 0.0168 Ib/ton EPA Method 186A/6C is the reference WAC 173-405-(10) for the
(0.0084 kg/Mg) of | method, or a test method approved in O&M requirements
_black liquor solids |. writing by Ecology. Report test results once | PSD-88-3 Modification 2
on a daily per permit term. The permittee shall comply | DE-88-360 Modification 2
average with Condition E.4.a, intended to indicate Condition 12 ’
‘ compliance with the TRS limit. ‘ ' :
HAPs Particulate Monitor pressure drop, flow, and pH of the 40 CFR 63.862(a)(1)(i) for
~ surrogate: 0.2 scrubber at least once every 15 minutes.®* . | HAP limit
Ib/ton (0.10 The pressure drop, will be at least 7.5 inches | 40 CFR 63.864(e) for
kg/Mg) of black of water, the flow rate through the first stage | monitoring
liquor solids (dry | of the scrubber will be at least 2000 gallons | 40 CFR 63.864 (k)(1) for
weight) "| per minutes, and pH will be at least 9. corrective action;
: Begin corrective action, as specified in the 40 CFR 63.864 (k)(2) for .
SSM plan, when an exceedence occurs violation definition; .
(any 3-hr average out of compliance with 40 CFR 63.864 (k)(3) for-
pressure drop, scrubber flow, or pH ' nunber of exceedences
requirements). A violation occurs when 6 or | per period. "
more 3-hr averages are out of compliance 40 CFR 63.6(f) for SS
with pressure drop, scrubber flow, or pH exclusion.

requirements during a 6-month reporting
period. No more than orie exceedence can

/| ocecur per 24 hour period. Report

excursions in the monthly report.

If a source test exceeds the particulate
surrogate concentration listed in condition

E.4.a, the permittee may use. the PM overall

compliance method described in 40 CER

63.862(a)(ii) and 66 FR 3180 (January 12,

2001 or most recent version) to
demonstrate compliance with the HAPS
standard. The calculation must be made
with the source test data from No. 3&4
recovery furnaces, and No. 3&4 smelt '
dissolvers, and the No.4 lime kiln for the
same month, if available, or most recent
source test data, if data from the same
month is not available. '

40 CFR 63.862(a)(ii)

Note: Refer to Appendix G for footnotes’ definition.

10



F.

F.1

F.2

F.3

F4

G.

G.1

G.2

Bubble Emissions forNo. 3 and No. 4 Smelt Dissolvers

{(shall'not exceed

The combined
emissions from
the dissolver

‘vents shall not

exceed 47.8 tpy
PM10. .

Calculate mass emissions monthly. -
Permittee shall submit a monthly report of
progress toward the annual limit.

'DE-88-360 Modification 2

PSD-88-3 Modification 2

Condition 8

S107]

The combined
emissions from
the dissolver

| vents shall not

exceed 28.0 tpy
SOs. '

_Calculate mass emissions monthiy.

Permittee shall submit a monthly report of
progress toward the annual {imit.

PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 10

VOC .

The combined
emissions from
the dissolver
vents shall not
exceed 30.0tpy.
VOC.

Calculate mass emissions monthly.
Permittee shall submit a monthly report of
progress toward the annual limit.

| Condition 11 - o

PSD-88-3 Modification 2

DE-88-360 Modification 2

TRS

The combined
emissions from
the dissolver
vents shall not
exceed 5.4 tpy
TRS.,

Calcuiate mass emissions monthly.
Permittee shall submit a monthly report of

. progress toward the annual limit.

PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 12 -

No. 4 Lime Kin

4 PMio .

0.13 gr/dscf

(0.295 g/dscm) @

10% Oz when'

firing with fuelail,

or
0.067 gr/dscf

(0.152 g/dscm)@ .

10% Op when
firing with natural
gas, hourly

average (average

of 3 one-hour
runs).

" EPA Method 5 is the reference method.

Sample monthly using DOE Method 8 or a

test method approved in writing by Ecology.

Report test results in the monthly repor.t.2
The permittee shall comply with Condition
G.11, intended to indicate compliance with

the particulate limit and CAM requirements.

-basis of particulate limit
1 when firing with fuel oil and

60.282(a)(3)(i) of Subpart
BB, 40 CFR Part 60 for

natural gas.

WAC 173-405-040(10) for,
the O&M requirement
PSD-88-3 Madification 2
DE-88-360 Modification 2
Condition 13

40 CFR 64.2

CAM requirements

(see Section Q)

88 tpy when firing

with fuel ail, |
annual average

44 tpy when firing

with natural gas,
annual average.

Annual average value is calculated using
actual emissions from previous stack test
results. Permittee shall submit a monthly

“ report of progress toward the annual limit.

PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 13
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G3

G.4

G.5

G6

G.7

G.8 -

GS.

Average 35% for

4 on a dry basis @

10% 02, 12-hour -
average

method or a fest method approved in writing
by Ecology. Monitor continuously using an
.approved CEM that conforms to 40 CFR
Part 60 (March 26, 1987), App. B, Perf.
Spec. 5, and App..F.*° Report monthly.

Opacity - EPA Method 9 is the reference test method | WAC 173-405-040(6)
. ' more than 6 or a test method approved in writing by PSD-88-3 Modification 2
consecutive Ecology. The permittee shall comply with DE-88-360 Modification 2
minutes in any Condition G.11, intended to indicate ‘Condition 14
80-minute period ~ | compliance with the opacity limit. ‘
S0, 500 ppmvd @ EPA Method 6 or 6C is the reference 40 CFR 60.7(c), (d), (&),
10% Og, hourly method or a test method approved in writing | (f), and (h) for excess
average by Ecology.. Monitor monthly using an ' -emission notification
approved CEM that conforms to 40 CFR WAC 173-405-040(11)(a)
Part 60 (March 26, 1987), App. B, Perf. WAC 173-405-040(10) for
Spec. 2, and App. F. Report excursions in | the O&M requirement
the monthiy report. .
"36.1 tpy annual - | Annual average is calculated using actual PSD-88-3 Modification 2
average emissions from previous stack test results. . DE-88-360 Modification 2
: Permittee shall submit a monthly report of Condition 156

progress toward the annual limit. -

NOx 234 tpy annual Permittee shall conduct a source test, PSD-88-3 Modification 2

average consisting of three one-hour runs once each ! DE-88-360 Modification 2
permit term using EPA Method 7, 7B, or 7E | Condition 16
is the reference method or a test method -
approved in writing by Ecology. During
each test run the permittee shall record the
No. 4 Lime Kiln's operating conditions: lime
mud flow rate, auxiliary fuel fired, and
excess oxygen. Report test results and
operating conditions-within 60 days from the
last sampling. Annual average value is
calculated using actual emissions from the
most recent stack test resuits. Report
results no later 60 days after source test .
completion.
cO 1798 tpy annual EPA Method 10 is the reference method or PSD-88-3 Modification 2
: average . a test method approved in-writing by | DE-88-360 Modification 2
Ecology. Annual average valueis . . Condition 17
calculated using actual emissions from the - ,
most recent stack test results. Permittee
shall submit a monthly report of progress-
toward the annual limit. -
VOC 45 tpy annual EPA Method 25A is the reference method or| PSD-88-3 Modification 2
- average a test method approved in writing by DE-88-360 Modification 2
: .Ecology. Annual average value is Condition 18
calculated using actual emissions from the
most recent stack test results. Permittee
shall submit a monthly report of progress
toward the annual limit. ‘
TRS 8 ppm by volume | EPA Method 16 or 16A is the reference’ 40 CFR 60.7(c), (d), (&),

(), and (h) for excess
emission notification -
60.283(a)(5) of Subpart
BB, 40 CFR Part 60 :
PSD-88-3 Modification 2
DE-88-360 Modification 2

Condition 19
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G.A0

.G.11

G.12

G.13

H.1

2.5 tpy annual

Average is calculated using an approved

- PSD-88-3 Modification 2

g/dscm) at 10%
Oz hourly average

of water and the flow rate through the first .
stage- of the scrubber will be at least 380
galions per minutes.** Begin corrective
action, as specified in the SSM plan, when
an exceedence occurs (any 3-hr average
out of compliance with pressure drop,
scrubber flow, or pH requirements).. A
violation occurs when 6 or more 3-hr
averages are out of compliance with
pressure drop, scrubber flow, or pH -
requirements during a 8-month reporting
period. No more than one exceedence can
occur per 24 hour period. -Report
excursions in the quarterly report.

average CEM that conforms to 40 CFR Part 60 DE-88-360 Modification 2
(March 26, 1987), App. B, Perf. Spec. 5, and| Condition 19
App. F. Report progress toward annual limit| . _
in the monthly report. '
HAPs Particulate Monitor pressure drop and flow rate of the 40 CFR 63. 862(a)(1)(|) for
surrogate: 0.064 scrubber at least once every 15 minutes. HAP limit -
gr/dscf (0.156 The pressure drop will be at least 24 inches | 40 CFR 63.864(g) for

monitoring

40 CFR'63.864 (k)(1) for
corrective action;

40 CFR 63.864 (k)(2) for
violation definition;

- 40 CFR 63.864 (K)(3) for

nunber of exceedences
per period.

40 CFR 63.6(7) for SSM

exclusron

If a source test exceeds the particulate
surrogate concentration listed in condition
G.11, permittee may use the PM overall
compiiance method described in 40 CGFR
63.862(a)(ii) and 66 FR 3180 (January 12,
2001 or most recent version) to demonstrate
compliance with the HAPS standard. The
calculation must be made with the source
“test data from #3 and #4 recovery furnaces,
#3 and #4 smelt tank.for the’same month, if
available, or most recent source test data, if
data from the same month is not avatlable

40 CFR 63. 862(a)(n) and
65 FR 3180

Note: Refer to Appendix G for footnotes definition. -

The followmg state-only requrrement is not federally enforceable under the federal Clean Alr Act:

TRS

80 ppmvd @

- 10% Oy for two

consecutive
hours in"any one
day

| DOE Method 12 is the reference method.

Monitor continuously using an approved
CEM that conforms to 40 CFR Part 60

" (March 26, 1987), App. B, Perf. Spec. §, and

App. F. Report excursions in the monthly
report. *

WAC 173-405-040(3)(b)

No. 5 Power Boiler

Note: Refer to Appendix G for footnotes’ definition. -

PMyo

0.0164 gr/dscf
(0.0373 g/dscm)
@ 8% 02, hourly
average (average

Sample monthily consisting of three one-
hour tests using EPA Method 5 or a test -
method approved in writing by Ecology.

Report test resuits to Ecology in the monthly

WAC 173-405-040 for
the O&M requirement
40 CFR Part 64

for CAM requirements

13




H.2

H.3

H.4

H.5-

H.6

H.7

H.8

H.9

H.10

of 3 one- hour runs)

report.? The permittee shall comply with
Condition H.11, intended to indicate
compliance with the partlculate limit and
CAM requirements.

" (see Section Q)

Order DE-1147

36.7 tpy, annual

total

PMio Annual total value is calculated using actual | Order DE-1147
total of PM+o emissions from the most recent stack test
results. Permittee shall submit a monthly
report of progress toward the annual limit.
Opacity Average 20% EPA Method 9 or a test method approved by| WAC 173-405(6)
: . opacity for more Ecology is the reference test method. The )
than 6 consecutive | permittee shall comply with Condition H.11 | Order DE-1147
minutes in any 60- | for opacity monitoring and reportmg
minute period requirements.
SO, 16.6 ppm on EPA Method 6 or 6C is the reference Order DE-1147
: volume on a dry method. Monitor continuously using an Coe '
| basis @ 7% Oz, on | approved CEM that conforms to 40 CFR
- a 24-hour average | -Part 60 (March 26, 1987) App. B, Perf.
: "Spec. 2, and App. F2 > Report excursrons in
, the monthly report. : :
48.6 tpy, annual EPA Method 6 or 6C or a test method Order DE-1147
total approved by Ecalogy is the reference i ‘
: method. Annual total value is calculated
1 using an approved CEM that conforms o 40 |
CFR Part 60 (March 26, 1987), App. B, Perf.
" Spec. 2, and App. F. Permittee shall submit
a monthly report of progress toward the
annual limit. :
NOx 99.2 Ib/hr (44,99 EPA Method 7 78, or 7E or a test method |- Order DE-1147
: kg/hr) on a 24-hour | approved in writing by Ecology is the S
average. reference method. Monitor continuously WAC 173-401-620(2)())
434.5 tons on an using an approved CEM that conforms to 40 . _
annual total - CFR Part 60 (December 13, 1990), App. B WAC 173-405-040(10)
and F, Perf. Spee. 2. for the O&M
‘| requirements
Report test results monthly. Permittee shall
submit a monthly report of progress toward 40 CFR Part 80, App. B
. the annual limit. . & F, Perf, Spec. 2
Cco 0.19 Ib/MMBtu EPA Method 10 or a test method approved | Order DE-1147
heat input, 30-day | in writing by Ecology is the reference : )
rolling average method. Annual total value is calculated WAC 173-400-110
‘using actual emissions from the most recent
stack test results. Report monthly.
264.6 tpy, annual Annual total value is calculated using actual | Order DE-1147
total ' .emissions from the most recent stack test : :
. results. Permittee shall submit a monthly WAC 173-400-110
report of progress toward the annual limit.
vOC 8.8 tpy, annual EPA Method 25A or 25B or a test method Order DE-1147
: total approved in writing by Ecology is the
reference method.- Annual total value is
calculated using actual emissions from the
most recent stack test results. Permittee
shall submit a monthly report of progress
toward the annual limit. ' .
TRS 7.3 tpy, annual EPA Method 16, 16A, or 16B or atest Order DE-1147

method approved in writing by Ecology is the

14




H.11

H.12

reference method. Monitor monthly using an
approved CEM that conforms to 40 CFR
Part 60 (March 28, 1987) App. B, Perf.
Spec. 2, and App. F.*® Report excursions in
the monthly report. Annual total value is .
calculated using actual emissions from the
most recent stack test results. Permittee
shall submit a monthly progress report
toward annual limit.

Operation

Minimum operating
condition

Permittee shall continuously monitor the
following operating parameters as
performance indicators as follows: 38

Venturi scrubber:
. e~ Minimum pressure drops 22.0 in of
water
o Minimum flow rates of 520 gpm

Packed-bed scrubber: _
¢ Minimum flow rate of 1800gpm

" Records of the hourly average of pressure

drops and flow rates will be maintained.

. Whenever an hourly average is below the

specified range, the permittee will initiate -
corrective action within 24 hours. Failure to
initiate corrective action within 24 hours is a

| violation of WAC 173-405-040(10) and may

be a violation of the underlying applicable
requirement Report 1-hour average
excursions and corrective action in the
monthly repott.

WAC 173-405-040 _
for the O&M requirement

WAC 173-401-620(2)())

40 CFR Part 64.2

(see Section Q)

.| Order DE-1147

Fuel Types
and Steam
Loading
Limits

Fuel types and
steam production
shall be as follows:
o Natural gas

only; steam rate

- greater than

' 65,000 pounds
per hour, on
daily average.

o Natural gas as
based fuel co-
fired with No. 6
fuel oil; steam -
rate greater’
than 117,000
pounds per
hour, on daily
average.

The Permittee must conduct an initial
performance test to demonstrate comphance
with the permit fimits prescribed herein using
applicable EPA Reference Methods. The
tests must contain at least three 1-hour runs
at the lowest permitted steam rate on a dalily
average. The test requirement is one time
only. Report results 60 days after test
completion. '

Track fuel types and steam generatien. '
Report limits in monthly report.

| Order DE-1147

Note: Refer to Appendlx G for footnotes’ deﬂnmon
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No. 3 Power Boiler i

PMio

(0.0273 g/dscm)
@ 7% Oz 0n an
hourly average
(average of 3
one-hour runs) .

Sample monthly using EPA Method 5. Report
test results in the monthly report.2 The

‘permittee shail comply with Condition 1.8,

intended to indicate compliance with the
particulate limit and CAM requirements.

60.43b(c)(1) of Subpart
Db; 40 CFR Part 60
60.43b(g) of Subpart Db,
40 CFR Part 60

WAGC 173-405-040(10) for
the O&M requirement
PSD-88-3 Modification 2
DE-88-360 Modification 2
Condition 26
40CFR64.2

CAM requirements

(see Section Q)

36 tpy annual ’
average

Annual average value is calculated using
actual emissions from the most recent stack
test results. Permittee shall submit a monthly
report of progress toward the annual limit.

PSD-88-3 Modification 2

DE-88-360 Modification 2

-Condition 26

Opacity

Average 20% for
more than 6
consecutive
minutes in any
60-minute period

‘EPA Method 9 is the reference test method.

Monitor continuously using an approved CEM
that conforms to 40 CFR Part 60 (December

13, 1990), App. B, Perf. Spec. 1, and App. '

F.®® Report only excursions in the monthly

report. :

40 CFR 60.7(c), (d), (&),
(M, and (h) for excess
emission notification

40 CFR § 60.11(b)

40 CFR §60.43b(f)

40 CFR § 60.43b(g)
PSD-88-3 Moadification 2
DE-88-360 Modification 2
Condition 27

SOz

99 tpy annual
average

Permittee shall conduct a SO source fest,

1 consisting of three one-hour runs once each

permit term using EPA Method 6 is the
reference method or a test method approved,
in writing by Ecology. During each test run the
permittee shall record the boiler's operating
conditions such as solid fuel and/or natural
gas fired, excess oxygen level, and steam
production rate. Report test results and
operating conditions within 60 days from the
last sampling. Annual average value is
calculated using actual emissions from the
most recent stack test results. Report results
no later 60 days after source test completion.

PSD-88-3 Modification 2

DE-88-360 Modification 2
Condition 28

NOx

0.25 ib/MMBtu
heat input, 30-
day rolling
average

EPA Method 7, 7B, or 7E is the reference
method. Monitor continuously using an .
approved CEM that conforms to 40 CFR Part
60 (December 13, 1990), App. B, Perf. Spec.
2, and App. F.*° Report only excursions in
the monthly report. .

40 CFR 60.7(c), (d), (&),
(fy, and (h) for excess
emission notification 40
CFR 60.13 for monitoring
requirement -

40 CFR § 60.44b
PSD-88-3 Modification 2 .
DE-88-360 Modification 2
Condition 29

433 tpy, ahnual
average.

Annual average value is calculated using an
approved CEM that conforms to 40 CFR Part
60 (December 13, 1990), App. B and F, Perf.
Spec. 2. Permitiee shall-submit a monthly

| 40 CFR § 60.13 for

monitoring requirement
PSD-88-3 Modification 2
DE-88-360 Modification 2




J.

JA

report of progress toward the annual limit.

Condition 29

CoO

1040 tpy,
annual average

EPA Method 10 is the reference method or a
test method approved in writing by Ecology.
Annual average value is calculated using
actual emissions from the most recent stack

"test results. Permittee shall submit a monthly

report of progress toward the annuai limit.

PSD-88-3 Modification 2
DE-88-360 Modification 2

Condition 30

VOC

121 tpy, annual
average

EPA Method 25A is the reference method ora
test method approved in writing by Ecology.
Annual average value is calculated using
actual emissions from the most recent stack
test results. Permittee shall submit a monthly
report of progress toward the annual limit.

PSD-88-3 Modification 2
DE-88-360 Modification 2
Condition 31

| ESP inlet
- temperature

BOO°F (260(C)
hourly average

The permittee shall continuously monitor the
temperatire of the gsases entering the No.' 3
Power Boiler ESP.%° If the parameter is
greater than the specified operating limit, the
Permittee will initiate corrective action within
24 hours. Failure to initiate corrective action
within 24 hours is a violation of WAC 173-405-
040(10) and may be a violation of the
underlying applicable requirement. Report
corrective actions and opacity excursions in
the monthly réport.

WAC 173-405-040(10) for
the O&M requirement
PSD-88-3 Modification 2
DE-88-360 Modification 2
Condition 32 -

Operation '

Minimum
operating
condition

Monitor continuously using an approved CEM

that conforms o 40 CFR Part 60 (December
13, 1880), App B and App. F, Perf. Spec. 1.8
The boiler emissions shall be no greater than
20 percent opacity for the averaging period as
outlined in Condition 1.3 to show continuous

I operation of the pollution control device. If the

minimum operational parameter is greater
than the specified operating range in 40 CFR
Part 60 (December 13, 1990), App. B and

" App. F, Perf. Spec. 1, the permittee will initiate
corrective action within 24 hours. Failure to
initiate cofrective action within' 24 hours is a
violation of WAC 173-405-040(10) and may be
a violation of the underlying applicable
requirement. Report corrective actions and
opacity excursions in the monthly report.

WAC 173-405-040 (10)
WAC 173-401-815(1)(D) .
WAC 173-401-830(1)

No. 4 Power Boiler

Note: Refer to Appendix G for footnotes’ definition.

Particulate

0.1 gr/dscf .
(0.227g/dscm) @
7% O2, hourly
average -

EPA Method 5 is the reference method or a
test method approved in writing by Ecology.
The permittee shall comply with Condition
J.4, intended to indicate compliance with the

WAGC 173-400-050(5)(1)

WAC 173-405-040(10) for
the O&M requirements
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J.2

J3

J.4

J.5

particulate limit.

“Input Limit -

calendar year
basis:

Total Heat Input

527,486 MMBtu

No. 6 Fuel Oil

n Heat Input

131,871 MMBtu

Opacity Average 20% for EPA Method 9 is the reference method of a | WAC 173-400-1 05(5)(e) -
: more than 6 test method approved in writing by Ecology. | WAC 173-405-040(6)
consecutive Monitor continuously using an approved .
minutes in any 60 | CEM that conforms to 40 CFR Part 60
minutes period (September 15, 1994), App. B, Perf. Spec.
1, and 40 CFR 60.13(d).- Report only
excursions in the monthly report.
SOz 1000 ppm, hourly | By intrinsic design, the unit cannot exceed WAC 173-405-040(11)(b)
: average the limit when firing natural gas. Compliance .
' | is demonstrated through normal operation -
when exclusively firing natural gas.” When
firing with fuel oil, sulfur content by weight in
fuel will not exceed 2% by weight. Maintain
fuel receipts showing that all fuel oil fired is
less than or-equal to 2% sulfur. .
Fuet: Annual fuel heat Track fuel usage in MMBTU and report Order DE-1147
Annual Heat | input limits not to year-to-date usage in each monthly report. WAC 173-400-091
be exceeded on '

Note: Refer to Appendix G for footnotes' definition.

The following.state-only 'requirement is not federally enforceable under the federai Cleah Air Act:

Operation

- Minimum

operating
condition

Monitor continuously using an approved
CEM that conforms to 40 CFR Part 60
(September 15, 1994), App. B, Perf. Spec.
1, and 40 CFR 60.13(d). The boiler
emissions shall be no greater than 20
percent opacity for the averaging period as
outlined in Condition J.2. If the minimum
operational parameter is greater than the
specified operating range 40 CER Part 60
(September 15, 1994), App. B, Perf. Spec.
1, and 40 CFR 60.13(d), the permittee will
initiate corrective action within 24 hours.
Failure to initiate corrective action withiri

24 hours is a violation of WAC 173-405-
040(10) and may be a violation of the
underlying applicable requirement. Report
corrective actions and opacity excursions in
the monthly report.

WAC 173-405-040(10)
WAC 173-401-615(1)(b)
WAC 173-401-630(1)

Note: Refer to Appendix G for footnotes’ definition.
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Bleaching System (NESHAP Subpart S)

" Applies to vents. of the following equipmenf and/or processes:
Bleach plant towers, washer hood and filtrate chests

Kia .

K1b

K.2.a

Bleach plant chlorine dioxide towers, seal tanks, was

tail gas scrubber

her hoods including Eop washer hood, and from R8

(Note: Only the 40 CFR Part 63 requiremehts are‘ cited in this permit as the applicablé requifements.
WAC 173-400-075(5) incorporates MACT by reference.) ‘ '

(s

Total
chiorinated
HAP (not
including
chloroform)

No visible defects-

‘in enclosure

openings and
closed vent
system
components

Perform monthly visual inspection of each

1 enclosure opening and closed-vent system
‘component as specified in 40 CFR 63.453(k).
" If an inspection identifies visible defects or if -

enclosure openings are not maintained at
negative pressure or a detectable leak as '
indicated by an instrument reading of equal .
or greater than 500 ppm by volume above
background, then the following corrective
actions shalt be faken: C

Make a first effort to repair or correct the
closed vent system as soon as
practicable, but no later than five calendar
days after the problem has been
identified: '

Complete the repair or corrective action no
later than 15 days after the problem is-
identified. Delay of repair or corrective
action is allowed if the repair or corrective
action is technically infeasible without a
process- unit shutdown or if it is

- determined that the emissions resulting
from the immediate repair would be .

~ greater than the emissions likely to result
from delay of repair. Repair of such ,
equipment shall be completed by the end
of the next process shutdown. .

40 CFR 63.453(K)(1), (), .
and (3) for monthly visual
inspection. ' :

40 CFR 63.453(k)(6) for
compliance requirements

Total
chiorinated
HAP (not
including
chioroform)

Enclose, collect,
and treat all
gases vented
from each
bleaching stage

where chlorinated-

compounds are

Record all periods during which bieach plant
vent gases'were not collected and treated
each month. Report periods of such non-
treatment monthly. ’

" management

40 CFR 63.445(b) for
chlorinated HAP

requirements

introduced. _
K4/R8 .| Treat bleach plant | Operation of the scrubber outside the range 40 CFR 63.445(c) for HAP
Bleach vent gases to established for operating parameter values fimit’ ,
Plant achieve | shall constitute a violation of the applicable
Total a scrubber outlet | emission standard and shall be reported as
chlorinated concentration of excess emissions in the monthly report. The
HAP (not 10 parts per permittee shall comply with Condition K.2.b,
including million or less by K.2.c and K.2.d, intended to indicate '
chloroform) | volume as compliance with the total chlorinated HAP
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K.2.b

K.2.¢c

K.2.d

K.3.a .

. K3b

K.3.c’

K.3.d

measured as
Chlorine.

l_imit.

'K4/R8 white liquor

scrubber: Fan’ -
amperage greater
than 14.5 amps,
hourly average

Monitor scrubber fan motor function
continuously as a performance indicator.** If
fan amperage is outside of the established
range based on an hourly average, permittee
will initiate corrective action within 24 hours.
Repoit only excursions in the monthly report.

40 CFR 63.453(c) for -
monitoring requirements

40 CFR 63.453(m) for
alternate operating
parameter

K4/R8 white liquor
scrubber:
Pressure drop,

Monitor scrubber pressure drop continuously
as a performance indicator.®* If the scrubber
pressure drop is outside of the established

40 CFR 63.453(c) for
monitoring requirements

scrubber: Flow at
least 150 gpm
and

pH = 10.0, hourly

Ap, inches of - range based on an hourly average, permittee 40 CFR 63.453(m) for
. water:’ will initiate corrective action within 24 hours. alternate operating

8< Ap <186, hourly | Report only excursions in the monthly report. | parameter

average 4 '

K4/R8 white liquor .| Monitor. scrubber flow rate and pH 40 CFR 63.453(c) for

continuously as a performance indicator.** If
the scrubber pressure drop is outside of the
established range based on an hourly
average, permittee will initiate corrective

moanitoring requirements

40 CFR 63.453(m) for
alternate operating

average -action within 24 hours. Report only parameter
‘ excursions in the monthly report. ' .
K5 Bleach Treat bleach plant | Operation of the scrubber outside the range - | 40.CFR 63.445(c) for HAP
Plant vent gases to established for operating parameter values fimit
Total achieve shall constitute a violation of the applicable
chlorinated a scrubber outlet | emission standard and shall be reported as’
HAP (not mass emission excess emissions in the monthly report. The
including rate of 0.002 permittee shall comply with Condition K.3.b,
chloroform) | pound total K.3.c, K.3.d, and K.3.e, intended to indicate
chlorinated HAP compliance with the total chiorinated HAP
measure as fimit.
chlorine per ton :
(0.001 kg per
megagram) of
ODP. . ‘ ‘
K5 white liquor Monitor scrubber fah motor function 40 CFR 63.453(c) for
scrubber: Fan continuously as a performance indicator.* If | monitoring requirements
amperage range fan amperage is outside of the established ‘ '
8 <AMP< 18, range based on an hourly average, permitiee 40 CFR 63.453(m) for -
hourly average -will initiate corrective action within 24 hours. alternate operating
Report only excursions in the monthly report. | parameter
K5 white liquor Monitor scrubber pressure drop continuously | 40 CFR 63.453(c) for

scrubber: Flow at
least 110 gpm .
and pH 2 10.0,

scrubber: as a performance indicator.* If the scrubber | monitoring requirements
Pressure drop, pressure drop is outside of the established : o

Ap, inches of range based on an hourly average, permittee 40 CFR 63.453(m) for
water. will initiate corrective action within 24 hours. alternate operating

6 < Ap <186, Report only excursions in the monthly report. parameter

hourly average R

K5 white liquor Monitor scrubber flow rate and pH - 40 CFR 63.453(c) for

continuously as a performance indicator.®* If
the scrubber pressure drop is outside of the
established range based on an. hourly

.monitoring requirements

40 CFR 63.453(m) for

hourly average

“average, permittee will initiate corrective

20
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K.3.e

K4

K.5

L1

L2

L3

action within 24 hours. Report only
excursions in the monthly report.

parameter.

"hourly average

Chiorine dioxide -
(ClOy) addition
rate no greater
than 28.4
Ib/UBODTP,

| Monitor chlorine dioxide addition rate to the

D2 tower continuously as a performance
indicat'or.a‘4 If the addition rate is outside of
the established range based on an.hourly -
average, permittee will initiate corrective
action within 24 hours. Réport only
excursions in the monthly report.

40 CFR 63.453(c) for
monitoring requirements

40 CFR 63.453(m) for
alternate operating
parameter

- systems or fine.

shall use no "
hypochlorite or
chiorine for
bleaching in the
bleaching

Total Collect all gases Conduct annual performance test on positive | 40 CFR 63.445(b) for
chlorinated vented from each | pressure closed-vent system using * chlorinated HAP
HAPs (as * | bleaching stage procedures specified in 40 CFR 63.457(d). management requirement
chlorine) where chlorinated | Report test resuits within 60 days of
" | compounds are conducting test. : . )
introduced , . : R
‘ o Conduct annual performance test on 40 CFR 63.453(k)(3) & (4)
negative pressure closed-vent system using for annuai leak test
procedures specified in 40 CFR 63.457(e). '
Report test results within 60 days of
] conducting test. ‘ : :
Chloroform | The permittee Report only deviations and corrective actions | 40 CFR 63.445(d) for

in the monthly report. -

chlorinated HAP
_requirement

Refer to Appendix G for footnotes’ definition.

Will Il Sheeter
shall.not exceed): ;£ -Requiremen
Particulate 0.008 gr./dscf, EPA Method 5 as prescribed in 40-CFR Order DE 83AQ-1140
‘ hourly average Part 60 (July 1, 1998) is the reference C
(average of 3 one- | method. Sample once per permit term WAC 173-405-040(10)
hour runs) consisting of three 1-hour tests using the for the O&M
reference method or'a test method 1 requirements
approved in writing by Ecology. The '
Permittee shall comply with Condition L.4,
intended to indicate compliance with the
particulate limit.
5 tpy, annual _Annual average value is calculated using Order DE 83AQ-1140
average actual emissions from previous stack test : ,
results. Permittee shall submit a monthly
report of progress toward the annual flimit.
Opacity Average 5% for EPA Method 9 as prescribed in 40 CFR WAC 173-400-040(1)
: more than 6 Part 60 (July 1, 1998) is the reference o
| consecutive methed or a test method approved in "Order DE 93AQ-1140
minutes in any 80 | writing by Ecology. The permittee shall :
minute period comply with Condition L.4, intended to
: indicate compliance with the opacity limit.
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L4

M'.

M.1

M.2

M.3

M.4

q

Minimum operating
condition

Operation

Monitor the baghouse pressure drop
continuously as a performance indicator.>®
Maintain the pressure drop within the
range limit of 0.2 to 6.0 inches of water.
Whenever the pressure drop is beyond the

" specified limits, the permittee will initiate

corrective action within 24 hours. Failure
to initiate corrective action within 24 hours -
is a violation of WAC 173-405-040(10) and
may be a violation of the underlying
applicable requirement. ‘Report
excursions and corrective action in the
monthly report. '

WAG 173-405-040(10)
WAG 173-401-815(1)(b)

WAC 173-401-630(1)

Screen Fines Cyclone:

Refer to Appendix G for footnotes’ definition. -

Particulate

Order DE 87-309 -

condition

inspection of the cyclone. Whenever a
cyclone malfunctions, the permittee will

initiate corrective action within 24 hours.

Failure t6 initiate corrective action within
24 hours is a violation of WAC 173-405-
040(10) and may be a violation of the .

underlying applicable requirement. Report |-

excursions and corrective action in the
monthly report.

EPA Method 5 as prescribed in 40 CFR -
| Part 80 (July 1, 1998) is the reference
“method. The permittee shall comply with WAC 173-405-040(10)
Condition M.4, intended to indicate for the O&M
compliance with the particulate fimit requirements
Particulate 2.8 tpy, annual Annual average value is calculated using Order DE 87-308
’ average actual emissions from the most recent . .
stack test results. The permitted shall
comply with Condition M.4, intended to
indicate compliance with the particulate
limit. o
Opacity Average 10% for EPA Method 9 as prescribed in 40 CFR WAC 173-400-040(1)
more than 6 Part 60 (July 1, 1998) is the reference , )
consecutive method or a test method approved in Order DE 87-309
minutes in any 80 | writing by Ecology. The permittee shall -
minute period comply with Condition M.4, intended to
‘ indicate compliance with the opacity limit. v _
Operation Minimum operating | The permittee shall provide monthly WAC 173-405-040(10)

WAC 173-401-615(1)(b)

WAC 173-401-630(1)

1

Refer to Appendix G for footnotes’ definition. -

2




N

N2

N.3

N.4

0.1

Chip Packing Cydlone

(shall not exceed)

Particulate

0.007 gr/dscf

EPA Method 5 as prescribed in'40 CFR
Part 60 (July 1, 1998) is the reference
method. The permittee shall comply with
Condition N.4, intended to indicate

| compliance with the particulate fimit.

WAC 173-405-040(10)
for the O&M
requirements

1.4 tpy

| Annual average value is calculated using

actual emissions from the most recent

| stack test results. The permittee shall

comply with Condition N.4, intended to
indicate compliance with the particulate
limit. ’ s

Order DE 87-309

Opacity '

0%°

EPA Method 9 as prescribed in 40 CFR
Part 60 (July t, 1998) is the reference

method or a test methiod approved in

writing by Ecology. The permittee shall
comply with.Condition N.4 for opacity
monitoring and reporting requirements.

WAC 173-400-040(1)
Order DE 87-309 .

Operation

1 Minimum operating

condition -

The permittee shall provide for monthly
inspection of the cyclone. When the
cyclone malfunctions, the permittee will
initiate corrective action within 24 hours.
Failure to initiate corrective action within
-24 hours is a violation of WAC 173-405-
040(10) and may be a violation of the
underlying applicable requirement. Report
excursions and corrective action in the
monthly report. '

WAGC 173-405-040(10)
'WAG 173-401-615(1)(0)

WAG 173-401-630(1)

East Truck Unloader Conveyor

‘Refer to Appendix G for footnotes’ definition.

g

*(shall riot exceed)

quirement(s) .- .:

Operation

Minimum operating
condition

' The permittee shall provide water sprays,

chutes, deflector, or sock at conveyor
discharge points. The permittee will

provide monthly inspection of the -emission

control equipment. Whenever the water
sprays, chutes, and socks malfunction, the
permittee will initiate corrective action
within 24 hours. Failure to initiate
corrective action within 24 hours is a
violation of WAC 173-410-040(4) and may
be a violation of the underlying applicable
requirement. Report excursions and_
corrective action in the monthly report.

Order DE-87-309
WAC 173-400-040(8)
WAGC 173-410-040(4)
WAC 173‘-40‘1-615(1)(1;) |

WAG 173-401-630(1)

Refer to Appendix G for footnotes’ definition.

Fines Blow Line
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- PA

(sh eed)

equ

Operation Minimum operating
: condition

The permittee shall provide water sprays
and deflectors that will be operated
continuously during chip discharge at the
fines blow line.>® The water pressure will
be maintained at a minimum of 30 psig.
The inspection of the water sprays will be
conducted on a daily basis and an ‘
inspection log will be maintained.
Whenever the water sprays and deflectors
malfunction, the permittee will initiate
corrective action within 24 hours. Failure

to initiate corrective action within 24 hours
is a violation of WAC 173-405-040(10) and
may be a violation of the underlying
applicable requirement. Report excursions
and corrective action in the monthly report. '

Order 95-AQI-050
WAG 174-400-040(8)
WAC, 173-405-040(10)
WAC 173-401-615(1)(b)

WAC 173-401-630(1)

Note: Refer to Appendix G for footnotes’ definition.
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Compliance Assurance Mohitoring

CAM monitoring requirements are applicabl
permit requires Condition 1.9 and H.1
No. 5 Power Boiler, CAM requiremen
Modeling System (PEMS). The following tables indicates t

e for p,articulates at No. 3 and No. 5 Power Boilers. This

1 to satisfy particulate CAM requirements for the boilers. For

" control/quality assurance (QA/QC), and indicator parameter.

ts for NOXx as specified herein utilize a Parametric Emission
he selected monitoring approach, quality

l. Indicator

Steam Flow Rate

Boiler Excess Oxygen

Measurement Approach

The hourly stearﬁ flow rate is
monitored as an input to the PEMS
model:

| The hourly boiler excess oxygen is

monitored as an input to the
PEMS model.

Il indicator Range

An excursion is defined as a 24-
hour daily average emission
greater than 99.2 Ibs/hour.
Excursions frigger an incident
investigation, corrective action, and
a reporting requirement.

An excursion is defined as a 24-
hour daily average emission
greater than 99.2 |bs/hour.
Excursions trigger an incident
investigation, corrective action,
and a reporting requirement.

{ll. Performance Criteria

A. Data Representativéness

Steam flow is measured with.a
nozzle flow meter with a minimum
accuracy of less than or equal to
1% of the flow rate.

The boiler excess oxygen monitor
has a miinimum accuracy of less
than 2% calibration error to zero
and upscale reference gases.

B. Verification of Operational Status

Monitor connected to process
computer system.

Monitor connected to process
computer system.

' C. QA/QC Practices and Criteria®

Annual calibration of flow meters:
acceptance criteria is less than or
equal to 1%.

| Annual relative accuracy test of the

PEMS: acceptance criteria is less

| than or equal to 20%.

Montl'ﬂy zero and upscale
calibration of oxygen monitor.

D. Monitoring Frequency

Steam rate is monitored
continuously. The NOy emission
rate is calculated hourly and daily
using the PEMS model.

The boiler excess oxygen is

monitored continuously. The NOx
emission rate is calculated hourly
and daily using the PEMS model.

E. Data Collection Proce'dures

The process computer system
records the hourly steam rate and
the hourly and daily emission rates
calculated using the PEMS model.

The process computer system
records the hourly boiler excess
oxygen rate and the hourly and
daily emission rates calculated
using the PEMS model.

F. A\)eraging Period

Steam Rate: Houfly

NOx Emission Rate: Hourly and
Daily Average

Boiler Excess Oxygen: Percent

NO, Emission Rate: Hourly-and
Daily Average

Refer to: Appendix G for definition
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. Indicator

Flue Gas Recirculation Rate

Fuel Oil Firing Rate

Measurerent Approach

The hourly flue gas recirculation
‘rate is monitored as an input to the
PEMS model.

The hourly fuel oil firing rate is
monitored as an input o the
PEMS model.

"II. Indicator Ra_ngé

An excursion is defined as a 24-
hour daily average emission
greater than 89.2 Ibs/hour.
Excursions trigger an incident
investigation, corrective action, and
a reporting requirement.

An excursion is defined as a 24-
" hour daily average emission
greater than 99.2 Ibs/hour,
Excursions trigger an incident
investigation, corrective action,
and a reporting requirement.

Ill. Performance Criteria

A.' Data Representativeness

Flue gas recirculation rate is
measured with a venturi flow meter
with a minimum accuracy of less

than or equal to 1% of the flow rate.

Fuel ol firing rate is measured
with a mass flow meter with a
minimum accuracy of less than or
equal to 1% of the flow rate.

B. Verification of Operational Status .

Monitor connected to process
computer system.

.| Monitor connected to process

computer system.

C. QA/QC Practices and Criteria’

Annual calibration of flow meters:
acceptance criteria is less than or
equal to 1%.

PEMS: acceptance criteria is less
than or equal to 20%. '

Annual relative accuracy test of the’

1 Annual calibration of flow meters:

"acceptance criteria is less than or
equal to 1%.

Annual relative accuracy test of
the PEMS: acceptance criteria is
less than or equal to 20%.

D. Monitoring Frequency

Flue gas recirculation rate is
monitored continuously. The NOx

and daily using the PEMS model.

emission rate is calculated hourly

“Fuel oil firing rate is monitored
continuously. The NOx emission
rate is calculated hourly and daily
using the PEMS model.

E. Data Collection Procedures

The process computer system
records the hourly flue gas
recirculation rate and the hourly
and daily emission rates calculated
using the PEMS model.

The process computer system
records the hourly fuel oil firing
rate and the hourly and daily
emission rates calculated using
the PEMS model.

F. Averaging Period

Flue Gas Recirculation Rate:
Hourly '

NO, Emission Rate: Hourly and
Daily Average

Fuel Oil Firing Rate: Hourly

NOy Emission Rate: Hourly and
Daily Average

Refer to Appendix G for definition

 Stripper Off-Gas (SOQG) Flow Rate

Non-Condensible (NCG) Flow

L lndicéfdr
' Rate
Measuremént Approach The hourly SOG flow rate is The hourly NCG flow rate is ‘

monitored as an input to the PEMS
1 model. .

monitored as an input to the
PEMS model.
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lI. Indicator Range

" An excursion is defined as a 24-
. hour daily average emission

greater than 99.2 Ibs/hour.
Excursions trigger an incident
investigation, corrective action, and
a reporting requirement. -

An excursion is defined as a 24
hour daily average emission
greater than 99.2 Ibs/hour.
Excursions trigger an incident
investigation, corrective action,

Ill. Performance Criteria

and a reporting requirement.

A. Data Represéntativeness

SOG Flow Rate is me,aéured witha .
. orifice flow meter with 2 minimum

accuracy of less than or equal to
1% of the flow rate.

NCG Flow Rate is measured with
a venture flow meter with a
minimum accuracy of less than or
equal to 1% of the-flow rate.

B. Verification of Operational Status

Monitor connected to process
computer system.

Monitor connected to process
computer system.

C. QA/QC Practices and Criteria®

Annual calibration of flow méter_s:
acceptance criteria is less than or
equal to 1%. v

Annual relative accuracy test of the
PEMS: acceptance criteria is less

‘than or equal to 20%.

Annual calibration of flow meters:
acceptance criteria is less than or
equal to.1%. ’

Annual relative accuracy test of
the PEMS: acceptance criteria is
less than or equal to 20%.

D. Monitoring Frequency

SOG Flow Rate is monitored
continuously. The NOy emission
rate is calculated hourly and daily
using the PEMS model.

| NCG Flow Rate is monitored

continuously. The NOx emission
rate is calculated hourly and daily
using the PEMS model.

" E. Data Collection Procedures

The process computer Systerh
records the SOG flow rate and the

1 hourly and daily emission rates

calculated using the PEMS model.

The process computer system
records the NCG flow rate and the
hourly and daily emission rates
calculated using the PEMS model.-

F. Averaging Period

SOG Flow Rate: Hourly

NOy Emission Rate: Hourly and
Daily Average

NCG Fiow Rate: Hourly
NO, Emission Rate: Hourly and

‘| Daily Average

Refer to Appendix G for definition

NESHAP SSM Plan, Recordkeeping, and reporting

The G'eorgia Pa¢iﬁc Camas Mill contains affe
Paper Industry (Subpart.S) and the NESHAP

cfed sources subject to the NESHAP for the Pulp and
for Chemical Recovery Combustion Sources at Kraft,

Soda, Sulfite, and Stand-Alone Semichemical Pulp Mills (Subpart MM). The SSM Pian, recordkeeping
and reporting requirements in R.1 through R.10 apply to the affected sources listed in sections A, B, D,
E, G, Section K (Bleaching System), Section S (LVHC), Section T (HVLC), and Section U (Pulping -
Process Condensates) of this permit. The requirement in R.11 applies to the affected sources listed in
sections K, S, T, and U. The requirements in R.12 apply to the affectéd sources listed in sections A, B,
D, E, and G. A

(Note: Only 40 CFR Part 63 requiements are cited in this permit as the applicable requirements. WAC
173-400-075(5) incorporated MACT by reference.) oo



R.1

R.2

R.3

R.4

R.5

R.6

R.7

HAPs -

SSM Plan

Develop and implement a written startup,

‘shutdown, and malfunction (SSM) plan for

operating and maintaining affected sources
subject to NESHAP Subparts S & MM during
SSM periods, and a program of corrective action
for maifunctioning process and air pollution
control equipment: used to comply-with 40 CFR
63 Subparts S & MM standards. The SSM plan

_shall include the elements set forth in 40 CFR

63.6(e)(3).

40 GFR 6363

HAPs

During SSM periods, operate and maintain mill
systems (including associated air pollution -

_control equipment) in accordance with the SSM

plan. Malfunctions shail be correcied as soon as
possible after their occurrence in accordance
with the SSM pian.

40 CFR 63.6(e)(3)()

Change the SSM plan, if required by Ecology, if
it is determined to be unacceptable under 40
CFR 63.6(e)(2).

40 CFR 63.6(e)(3)(vil)

Update the SSM plan within 45 days of an SSM
event that the plan failed to address or
inadequately addressed. .

40CFR .
63.6(e)(3)(viii)

Recordkeeping
(General
Requirements)

NESHAP Subparts S & MM Record Retention -
maintain files of all information (including all
reports and notifications) requnred by 40 CFR
Part 63, Subparts S & MM in a form suitable and
readily available for inspection for at least five
years following the date of each occurrence,
measurement, maintenance, corrective action,
report or record. Such files may be maintained
on microfilm, on a computer, on computer floppy
disks, on magnetic tape disks or on microfiche.

46 CFR 63.10(bX1) |
and
40 CFR 63.6(e)(3)(V)

Keep the SSM Plan on record to be made
available for inspection, upon request, by the
Ecology or EPA, for the life of mill, or until the
mill'is no longer subject to the provisions of 40

- CFR Part 63. If the SSM Plan is revised, keep -
"previous (i.e. superseded) versions of the Plan

on record, to be made available for inspection,
upon request, by the Ecology or EPA, for five
years following each revision of the Plan.

40 CFR'63.10.('b)(1_)
and
40 CFR 63.6(e}{3}(V)

Reportiné

(General
Requirements)

immediate SSM Plan Deviation Report. Any
time -an action taken during a SSM event
(including actions taken to correct a malfunction)
is not consistent with the procedures in the
permittee’s 40 CFR 63 Subparts § & MM SSM -
Plan, make an immediate report of the actions
taken for that event to Ecology within 2 working -
days, by telephone or facsimile transmission.
The immediate report shall be followed by a
letter explaining the circumstances of the event,
the reasons for not following the plan, and
whether any 40 CFR 63 Subpart S or MM
excess emissions and/or parameter manitoring
exceedences are believed to have occurred.

For purposes of this report, a “malfunction”

‘WAC 173-401-615(3)

40 CFR 63.10(d)(5)(i)
and

means any sudden, mfrequent and not
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R.8

‘RS

R.10

R.11

R.12

reasonably preventable failure of air pollution
control equipment, process equipment, or a
process to operate in a normal or usual manner
(failures caused in part by poor maintenance or
-careless operation are not malfunctions). -

HAPs

Semi-annual NESHAP Subparts S & MM
Summary Report The monthly CEM reports
filed (by July 30™ and January 30™) for the
months of June and December shall include a
semi-annual NESHAP Subparts S & MM
sumrary report for the six month reporting
periods ending June 30 and December 31.

| 40 CFR 63.10(e)(3)

and
WAC 173-401-615(3)

Semi-annual SSM Report. If actions taken
during SSM events were consistent with the
procedures in the permittee’s SSM plan the
semi-annual report required under Section J of
this AOP shall include a statement to that effect.

40 CFR 63.10(d)(5)(0)
and .
WAC 173-4Q1-615(3)

Comply with NESHAP General Reporting.

40 CFR 63.10(b) and-

Affected Sources

: (c)
Additional Every two years beginning April 15, 1999, 40 CFR 63.455(b)
Reporting submit a non-binding control strategy report in ‘
Requirements for | accordance with applicable requirements. 40 CFR 63.455(b)(1)
Subpart S . ‘

through (b)(3);

Additional SSM
Plan.
Requirements for
Subpart MM
Affected Sources

In addition to the requirements specified in §
63.6(e)(3), the SSM plan for Subpart MM
sources must include: procedures to determine

| -and record the cause of an operating parameter

exceedance and the time the exceedance began
and ended; corrective actions to be taken in the
event of an operating parameter exceedance,
including procedures for recording the actions
taken to correct the exceedance; a maintenance
schedule for each control technique and ‘
recommendations for routine and longterm
maintenance; and an inspection schedule for
each continuous monitoring system required

- under § 63.864 to ensure; at least once in each
24-hour period, that each continuous monitoring

system is properly functioning.

40 CFR 63.866(a)

Low Volume High Concentration (LVHC) System (NESHAP Subpart S) '

Applies to:

Kraft Batch D|gesters

Kraft Sawdust Digesters,
Kraft Continuous Digesters,
Multi-Effect & Blow Heat Evaporator Systems,

Concentrator Systems, and

Foul condensate Steam Stripping System Collection Tank.
No. 3 Recovery Furnace Black Liquor Fuel Tank

[40 CFR Part 63, § 63. 443(a)(1)(7). & 40 CFR Part 63, § 63.440(d)]
(Note: Only 40 CFR Part 63 reqmrements are cited in this permit as the applicable requwements WAC

173-400-075(5) incorporated MACT by reference.)
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SA

s2

S.3

S.4

S.5

S.6

Treatment

LVHC non-condensible gas source group
emissions shall be enclosed and vented into a
closed-vent system and routed to the No. §
Power Boiler and/or the No. 4 Lime Kiin.

40C

WAC 173-405-040(4)

| Each enclosure shall be maintained negative

pressure at each enclosure or hood opening as
demanstrated by the procedures in 40 CFR

Part 63, § 63.457(e). Each enclosure or hood
opening closed during the performance test shall
be maintained in the clpsed position at all times

.except when necessary to open for sampling,

inspection, maintenance, or repairs.

40 CFR 63.450(b)

Each component of the closed-vent system used
to control LVHC non-condensible gas source
group emissions that is operated at positive
pressure and located prior to a control device
shall be designed for and operated with no
detectable leaks as indicated by an instrument
reading of less than 500 ppmv above
background, as measured by 40 CFR 60,
Appendix A, Method 21.

40 CFR 63.450(c)
and
40 CFR 63.457(d)

Esch bypass line in the closed-vent system that
could divert vent streams containing HAP to the
atmosphere without meeting the limitations in 40
CFR Part 63, § 63.443 shall comply with the -
following: .

On each bypass line; install, calibrate,

* maintain, and operate according to
manufacturer's specifications a flow
indicator that provides a record of the
presence of gas stream flow in the
bypass line at least once every 15
minutes.>* The flow indicator shall be

.installed in the bypass line in such a
way as to indicate flow in the bypass
line.. :

For bypass line valves that are not
computer controlled, maintain the
bypass line valve in the closed position
with a car seal or a seal placed on the
valve or closure mechanism in such a
‘way that valve or closure mechanism
cannot be opened without breaking the
seal.

40 CFR 63.450(d)

Introduce LVHC gases with the primary fuel or
into flame zone of the No. 5 Power Boiler and/or
the No. 4 Lime Kiln. .

| 40 CFR 63.443(d)(4)

Inspection and
Monitoring

Install, calibrate, certify, operate, and maintain
‘according to the manufacturer's specifications, a
continuous monitoring system (CMS) as -

“specified in 40 CFR 63.453 (b) through (m),

40 CFR 63.453(b)
through (m) -

except as allowed in 40 CFR 63.453 (m). The
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8.7

'S8

8.9

S.10

St

S.12.

CMS shall include a continuous recorder,

For each enclosure opening, a visual inspection
of the closure mechanism shall be performed at
least once monthly to ensure the opening is
maintained in the closed position and sealed.

40 CFR 63.453(K)(1)

HAPs

Each closed vent system (reasonably accessible
ductwork, piping, enclosures, and connections to
covers in the collection system for the LVHC
non-condensible gas source group) shall be
visually inspected for visible evidence of defects
monthly or as requested by the Department.

40 CFR 63.453(K)(2)

Measure annually components of closed-vent
systems under posmve pressure for detectable
leaks as specnf ied in 40 CFR Part 63; §
63.457(d). :

| 40 CFR 63.453(k)(3)

Demonstrate annually that each enclosure
opening is maintained at negative pressure as
specified in 40 CFR Part 63, § 63.457(e).

" 40 CFR 63.453(k)(4)

If an inspection of the LVHC non-condensible
gas collection system identifies visible defects, or
if an instrument reading of 500 ppmv or greater
above background is measured by 40 CFR 60,
Appendix A, Method 21 in accordance with the:
procedures in 40 CFR Part 63, § 63.457(d), or if
enclosure opénings are not maintained at
negative pressure, take the following corrective
action as soon as practicable.

Make a first effort to repair or correct the
" closed-vent system as-soon as
practicable but no later than 5 calendar
days after the problem is identified.
Complete the repair or corrective action no
later than 15 days after the problem is
identified. Delay of repair or corrective
action is allowed if the repair or
corrective action is technically infeasible
without a process unit shutdown or if the
permittee determines that the emissions .
resulting from immediate repair would be
greater than the emission likely to result
- from delay of repair. Repair of such
equipment shall be completed by the end
: of the next process shutdown.

40 CFR 63.453(k}(6)
and
40 CFR 63.457(d)

Record-keeping

(specific to LVHC)

- For each applicable enclosure opening, closed

vent system, and closed coliection system,
prepare and maintain a site-specific inspection
plan, including a drawing or schematic of the
components of applicable affected equipment -
and shall record the following lnformatlon for
each inspection: :

date of inspection,

- equipment type and identification,
resuits of negative pressure tests for
enclosures, and

results of leak detection tests.

In addition, if any defects or leaks are detected

40 CFR 63.454(b)
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813

record:

nature of the defect or leak and the method of '

. detection,
date the defect or leak was detected and the

date of each attempt to repair the defect .

or leak,

repair methods applied in each attempt to
repair the defect or leak,

reason for the delay if the defect or leak is not
repaired within 15 days,

expected date of successful repalr of the
defect or leak if the repair is not .
completed within 15 days,

date of successful repair of the defect or Ieak

position and duration of opening of bypass

line valves and the condition of any valve '

. . seals, and . .
_duration of the use of manual or computer—
controlled bypass valves. .

HAPs

Records shall be maintained for all periods of
excess emissions. Periods of excess emissions
from the LVHC non-condensible gas source
group are not violations of 63: 443(0) and (d)
provided that the time of excess emissions, not
including periods of startup, shutdown, and
malfunction, divided by the total process
operating time in a semiannual reporting period
does not exceed one percent (1%) from the
LVHC system.

40 GFR 63.443(e)(1)

" SSM Plan

Permittee shall comply with the SSM plan
requirements identified in Section R of this
permit.

40 CFR 63.6(e)(i)
and.40 CFR
63.866(&1) v

" Note Refer to Appendix G for footnotes’ definition.

ngh Volume Low Concentration (HVLC) System® (NESHAP Subpart S) and TRS (State—ony) Sources

By April 17, 2006 the Permitee shall collect and incinerate the following sources:

HVLC Sources:.

K4 Post Oxygen Washers

K4 Dy MC Pump Chute Vent
K4 Caustic Tower (Intermediate Chest)
K4 Post Qxygen Washer Seal Chamber systems

K4 Sewer Seal Chamber

K5 Oxygen Delignification

‘K4 Tank systems (No. 44 and 45)

Blow Chute

K5 DD Washer Filtrate Tank
K5 No. 56 Chest (O, Dellgmflcatlon)

K5 No. 57 Chest

K5 Liquor Filter Filtrate Tank

K5 Dilution Box Vent

K5 Diffusion Washer 2nd Stage Filtrate Tank .
K5 Diffusion Washer 1st Stage Filtrate Tank
K5 Softwood Receiving Chest

K5 SW 4" Stage Washer
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K5 SW 4" Stage Washer Filtrate Tank

K5 SW 3™ Stage Washer

K5 SW 3“’ Stage Washer Filtrate Tank
K5 SW 2™ Stage Washer

K5 SW 2™ Stage Washer Filtrate Tank

K5 SW 1* Stage Washer

K5 SW 1% Stage Washer Filtrate Tank

K5 SW Foam Tank

K5 Quatenary Screens (Nc. 1 and No. 2)

K5 Knot Drainer s (No. 1 & No. 2)

K4 HW 3™ Stage Washer ‘

K4 HW 3™ Stage Washer Filtrate Tank’

K4 HW 2™ Stage Washer

K4 HW 2™ Stage Washer Flltrate Tank

K4 HW Knot Drainer

K4 HW Foam Tank .-

K4 No. 3 Washer Shower Tank

K4 HW Decker

K4 HW Decker Filtrate Chests

K4 Quatenary Screens (No. 1.and No. 2)

K4 Rejects Screw Conveyor '

Miscellaneous TRS (state—only)‘ Sources:

70% Fuel Liquor Tank No. 4 East & West
Weak Black Liquor Storage Tank systems
Salt Cake Mix Tank , -
Inside Black Liquor Tank Systems
KBS Tank

(Note: Only 40 CFR Part 63 requirements are cited in thls permit as the apphcable requwements WAC -
173-400-075(5) nncorporated MACT by reference.)

HAPs Collection and HVLC system shall be enclosed and vented to 40 CFR Part 63,

. Treatment the No. 3 Recovery Furnace and/or the No. 4 63. 443(a)(1)(i(A)
Recovery Furnace designated as control device | 83. 443(a)(1)(i))(B)
except for each knotter system that does not 63.443(c) :

exceed 0.1 pounds of HAPs pet ODP ton, and 63.443(d)(4)
each screen system that does not exceed 0.2 -
pounds HAPs per ODP ton.

The HVLC system shall maintain negative 40 CFR
pressure at each enclosure or hood opening as 63.450(a)&(b)
demonstrated by the procedures in 40 CFR Part .
63, §63.457(e).. Each enclosure or hood
opening closed during the performance test as
specified in §63.457(a) shall be maintained in
the same closed and sealed position as during

the performance test at all times except when
‘| necessary to open for sampling, inspection,
maintenance, or repairs.

Each bypass line in the closed-vent system that 40 CFR 63.450(d)
couid divert vent streams containing HAP to the |- ,
atmosphere without meeting the limitations in 40 -
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T.5

T.6

17

T.8

T8

CFR Part 63, § 63.443 shall comply with the
following:

On each bypass line, permittee shall install,
calibrate, maintain, and operate
according to manufacturer's
specifications a flow indicator that
provides a record of the presence of
gas stream flow in the bypass line at
least once every 15 ‘minutes.®* The
flow indicator shall be installed in the
bypass line in such a way as fo
indicate flow in the bypass line.

. For bypass line valves that are not
computer controlled, maintain the
bypass line valve in the closed position
with a car seal or a seal placed on the
valvé or closure mechanism in such a
way that valve or clostre mechanism -

-cannot be opened without breaking the -

HAPs

seal. .
Introduce HVLC ga_ses with the primary fuel 40 CFR 63.443(d)4)
and/or into flame zone of the No. 3 Recovery
Furnace or the No. 4 Recovery Furnace. ,
Monitoring and For each enclosure opening, a visual inspection | 40 CFR 63.450(b)

Reporting

aof the closure mechanism as prescribed in §
63.450(b) shall be performed at least once
monthly to ensure the opening is maintained in
the closed position and sealed.

40 CFR 63.453(k)(1)

Each closed vent system (reasonably accessible .

ductwork, piping, enclosures, and connections to
covers in the collection system for the HVLG
non-condensitile gas source group) shall be
visually inspected for visible evidence of defects
monthly or as requested by the Depariment.

40 CFR 63.453(K)(2)

Measure annually components of closed-vent
systems under positive pressure for detectable
leaks as specified in 40 CFR Part 63, §
63.457(d). '

40 CFR 63.453(k)(3)

Demonstrate annually that each enclosure _
opening is maintained at negative pressure as
specified in 40 CFR Part 63, § 63.457(e).

40 CFR 63.453(k)(4)

4

If an inspection of the HVLC non-condensible
gas collection system identifies visible defects, or
if an instrument reading of 500 ppmv or greater

.above background is measured by 40 CFR 60,

Appendix A, Method 21 in accordance with the
procedures in 40 CFR Part 63, § 63.457(d), or if
enclosure openings are not maintained at
negative pressure, take the following corrective
action as soon as practicabie. '

Make a first effort to repair or correct the
closed-vent system as soon as
practicable but no later than 5 calendar
days after the problem is identified.

40 CFR 63.453(k)(6)
and g
40 CFR 63.457(d)
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T.41

. T2

Complete the repair or corrective action no
later than 15 days after the problem is
identified. Delay of repair or corrective
action is allowed if the repair or
corrective action is technically infeasible
without a process unit shutdown or if the
permittee determines that the emissions
resulting from immediate repair would be

greater than the emission likely to result -

from delay of repair. Repair of such

equipment shall be completed by the end

of the next process shutdown.

HAPs

Recordkeeping
(specific to HVLC)

For each applicable enclosure opening, closed
vent system, and closed collection system,
prepare and maintain a site-specific inspection
plan, including a drawing or schematic of the
components of applicable affected equipment
and shall record the followmg information for
each inspection:

date of inspection,.

equipment type and identification,

“results of negative pressure tests for
enclosures, and
results of leak detection tests.

-| In addition, if any defects or leaks are detected

record:

nature of the defect or leak and the method of
detection,’ )

date the defect or leak was detected and the
date of each attempt to repair the defect
or leak,

repair methods applied in each attempt to
repair the defect or leak, ’

reason for the delay if the defect or leak is not
repaired within 15 days,

expected date of successful repair of the’

- defect or leak if the repair is not

compieted within 15 days, . '

date of successful repair of the defect or leak,

position and duration of opening of bypass.

' line valves and the condition of any valve

seals, and

duration of the use of manual or computer-
controlled bypass valves.

40 CFR 63,454(b)

Records shall be maintained for all periods of
excess emissions. Periods of excess emissions
from the HVLC non-condensible gas source
group are not violations of 63.443(c) and

(d) provided that the time of excess emissions,
not including periods of startup, shutdown, and
malfunction, divided by the total process
operating time in a semiannual reporting period
does not exceed four percent (4%) from the
HVLC system.

40 CFR 63.443(e)(2)

SSM Plan

Permittee shall comply with the SSM plan
requirements ldentlﬁed in Section R of this
perrmt '

40 CFR 63.8(e)(i)
and 40 CFR
63.866(a)
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u.2

u.3

Pulping Process Condensates and Féul Condensate Steam Stripping System (NESHAP Subpart S)
Condensate “Named Streams” , 3

This lists the pulping condensate streams that are collected and are subject to 40 CFR 446(c)(3). The
streams listed are "named streams” as defined in the permit. Only “named streams” shall be counted
toward the collection requirements. : : ‘

NogsWN =

Foul condensate from No. 2 Evaporator,

Foul condensate from No. 3 Evaporator,

Foul condensate from No. 4 Evaporator,

Foul condensate from Blow Heat Evaporator,
Foul condensate from Blow Heat Accumulator,
Foul condensate from K5 Digester,

Foul condensate from HVLC system.

[40 CFR Part 63, §63.440(d) and 40 CFR Part 63, §63.6(i)] (Note: .Only the 40 CFR Part 63

requirements are cited in this permit as the applicable requirements. WAC 173-400-075(5)
incorporates MACT by reference.) : .

ceed)

HAPs

40 CFR
63.446(c)(3)

Collect kraft pulping condensate streams from named sources
listed that contains at least 5.5 kilograms per megagram (11.1
pounds per ton) of total HAP per oven-dry ton of unbleached

brownstock feeding the bleach plant. . :

Collection
Standards

Collection --
Compliance
Demonstration

The permittee shall show compliance with methanol collection
standards using the total of methanot collected from the
above “named sources” determined by emission factors.

40 CFR 63.7
40 CFR 63.453()

Monitor or calculate daily K5 digester productibn, non K5
digester production, and equivalent pulp production for each
condensate stream. ' . -

"1 Galculate and sum the daily-pounds of methanol collected.

Calculate the totél méthanol collected durin'g the preceeding.30
day period from all of the condensate streams.

| calculate the total puip production during the breceeding 30
day period by summing up the daily production over that
period. o

Calculate the amount of methanol collected per ODTP by
dividing the total methanol collected during the preceeding 30
days by the total pulp production during that period.

The parameters necessary for calculating the methanol |40 CFR 63.7
collected and the constants used in the and ]
calculations will be from the mast recent Initial - {40 CFR 63.453()
Condensate Characterization Study (ICCS).

Collection -

Initial
Condensate
Characteriztion

| Study (ICCS)

The permittee shall demonstrate compliance with the
pulping condensate collection requirement by
completing an ICCS using the procedures and
calculations specified in this Condition. The

40 CFR 63.7

. jand

40 CFR 63.453()).
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terms "named streams” and “other streams” are

defined in this Condition.

The results of the source test shall be submitted not more 60

days following completion of the source test. The source test is
considered complete upon receipt of all sample results.

The.permittee shall perform the following sampling and
monitoring on all or part of the named streams for at least 15
consecutive operating days:

During the selected ICCS (sampling) period, the permittee
shall collect samples on at least 25 percent of the days in
the sampling period (rounded up to the next whole day).
Sampling days shall be distributed throughout the
sampling period in a random fashion.

From each stream to be sampled, on the selected sampling
days the permittee shall perform at least one sampling run
during each 8-hour shift. Sampllng shall be done as

- follows:

During each sampling run, a-minimum of 3 equally spaced
grab samples shall be taken. Alternatively, sampling
may be contmuous

For each sampling run, the grab samples shall be
analyzed separately or combined to create 'a run
composite sample (not necessary if continuously

~ sampled). .

40 CFR
63.10(d)(2)

HAPs

.Collection --

Initial - A
Condensate
Characteriztion
Study (ICCS)

The runs or daily composite sample shall be analyzed for
methanol using EPA Method 308, NCASI DI/MeOH
94.02, or other method approved by EPA.

The volume collected of each sampled stream shall be
determined for every day of the ICCS period by either:

using a mass balance or process model.

using a flow meter.

The abové will be chécked against the flow meter that
records the flow from the stnpper condensate tank to the
stnpper column.

The amount of pulp produced shall be monitdred every
day for the entire ICCS period, as ODTP.

The permiﬁee shall perfofm the following calculations:
For each collected stream, determine:the daily average
concentration of methanol from the daily runs or

composite sample.

For each collected stream, calculate the arithmetic average
and the standard deviation of the daily concentration of

methanol over the ICCS period. The average
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U4

concentration value is the emission factor (EF) for each
- stream. _ .

For each collected stream, calculate the daily pounds of
methanol collected as the emission factor (EF) times the
daily volume collected or equivalent pulp produced.

For each collected stream, calculate the total methanol
collected by summing the daily pounds of methanol
coliected over the ICCS period.

Calculate the total pounds of methanol collected during the

ICCS by summing the total methanol collected for each
stream over the number of sireams collected.

Calculate the total pulp production duﬁng the ICCS by

Period -

If the permittee is requesting a condensate collection
averaging period that is greater than 30 days, the request
shall include sufficient condensate sample results to
demonstrate that condensate collection variability is not
due to undercollection. . The report shall include monitoring
information over a period of at least 12 months, and an
analysis of the data to support the permittee’s requested
averaging period. The averaging period shall not exceed
60 days.

The new condensate collection averaging period becomes
effective upon issuance of a permit modification.

HAPs Collection -
‘ Initial summing up the daily pulp production,
Condensate o
Characteriztion Calculate the amount of methanol collected per ODTP by .
Study (ICCS) dividing the total methanol collected per ODTP by
. _dividing the total methanol coliected during the ICCS by
the total pulp production during the ICCS.
The ICCS demonstrated compliance with Condition U.1.
An initial condensate collection compiiance averaging
period of 30 days has been selected however the
averaging period will be from the recent ICCS.
If the permittee wishes to collect and treat “other streams”, the
procedure described above shall be used to determine the
emission factor(s). ‘ ’ ’
The initial emission factors and -averaging period shall be used
retroactively from the end of the ICCS period. . '
HAPs - Collection - The permittee may change the condensate collection and 40 CFR 63.446
: Change in EF treatment averaging period of 30 days, using the following
and/or _procedure: - .
- Treatment o o R .
" Averaging Submit a permit modification request to revise the
condensate collection and treatment averaging period,

In the event that a process change is made that requires

| submittal of a Notice of Construction notice and that would
reasonably be expected to alter the methanol concentration of
any collected stream(s), the permittee shall establish a new
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emission factor for each affected stream and demonstrate
compliance with this Condition by doing the following:

Not less than 14 working days after completing the process
change, the permittee shall submit an [nitial Condensate
.Characterization Study (ICCS) retest proposal The retest
proposal shall:

- describe the process change;
identify the stream(s) to be retested;
shall propose the start date for the retest; and
may allow for a reasonable period of time for the
process change to stabilize before the retest.

Approval of the retest proposal is not required; however, the
Department may request additional information up to 5
working days before the proposed start date of the retest.

The retest shall follow the ICCS procedure on the affected
stream or streams. The retest period shall be 30 days (the
condensate collection averaging period).

Upon completion of the retest, the permlttee shall submit a
report demonstrating that the permittee is in compliance
with Condition U.1

In the event that the new emission factors are statistically

_different from the previous emission factors as determined,
the permittee shall conduct a Condensate Emission Factor
Verification Study to determine whether or not the average
methanol content of each stream during the EF verification
test is statistically different than the data collected during
the most recent ICCS. The permittee shall submit the
study report ne later 60 days after receipt of samples
results. The permittee shall:

record the new emission factor(s); and .

use the new emission factor(s) retroactively from the

beginning of the retest period to show compliance.

HAPs

Collection -
Change in EF
and/or
Treatment
Averaging

Period

The permittee may voluntarily establish a new emission factor
or reestabljsh an existing emission factor for any condensate
stream or streams using the following procedure:

perform.a retest following the ICCS procedure on the
affected stream or streams. The retest period shall be 30
days (the condensate collection averaging period).

record the new emission factor(s); and

use the new emission factor(s) retroactively from the
beginning of the retest period to show compliance. -

The permittee rhay adjust any or all emission factors using
verification data and the following procedure: .

data obtained during verification testing may be combined
‘with the data used to determine the current emission
factor, provided that all verification data obtained since the
most recent ICCS procedure be used (i.e., data may not
be selectively omitted);

record the new emission factor(s); and
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u.7

use the new emission factor(s) retroactively from the
beginning of the most recent verification-test to show
compliance.

HAPs

Collection -
Standards
System -
Requirements

Transfer collected kraft pulping condensate through a closed

- |collection system. The closed collection system shall meet the

requirements in 40 CFR Part 63, Subpart RR, Sections’
§63.960, § 63.961, and § 63.962, except for the closed vent
systems and control devices shall be designed and operated in
accordance with 40 CFR Part 63, § 63.443(d) and 63.450.

40 CFR
63.446(d)(1)

The permittee is permitted to install and operate condensate
collection tanks (CCT) to collect kraft pulping condensate.

The CCT shall be equipped so that the fixed roof and all
openings are operated with no detectable leaks, as
indicated by an instrument reading of less than 500
ppmv above background as measured by 40 CFR 60,
Appendix A, Method 21 in accordance with the o
procedures in 40 CFR Part 63, § 63.457(d). Each
opening will be maintained in a closed, sealed position
at all times that the tank contains condensate, except

-when necessary to use the openings for sampling,
~ removal, or for equipment inspection, maintenance, or
repair. '

The CCT shall be equipped with a water seal device on the
overflow line. o

The CCT shall be vented to a closed vent system meeting
the requirements in 40 CFR Part 63, § 63.450. CCT
vent gases shall be incinerated in'the No. 5 Power
Boiler or the No. 4 Lime Kiin.

The CCT shall be inspected for detectable leaks
initially and annually using the procedures in 40 CFR
Part 63, § 63.457(d).

Kraft pulping condensate collected in the CCT shall be
transferred in a closed collection system to the steam stripping
system. Kraft pulping condensate shall be treated to remove
at least 5.1 kilograms per oven-dry ton of unbleached '
brownstock feeding the bleach plant (10.2 pounds per ton) of
total HAP with methanol as a surrogate calculated as per 40-
CFR 63.457())(1) and (2). -

40 CFR 63.446

63.446(d)(2)
and :
63.457(d)

63.962(0)@)()(A) |

63.446(d)(2)()
63.453()(2)

40 CFR
63.446(€)(5)

. Collection —
Inspection and
Monitoring

.The condensate collection éys’iem shall be visually inspected

monthly. Follow the inspection requirements found in 40 CFR

Part 63, §63.964(2)(1)()(A), §63.964(a)(1)(v), and

§63.964(b)(1) and (2) including:

- The unburied portion of the collectioni system piping shall
be visually inspected to verify that there are no defects.

The inspection shall include verification that appropriate

40 CFR 63.453()

40CFR .
63.964(a)(1)(iii)

liquid levels in the water seals in the CCT are being 40 CFR .

maintained and identify any other defects that could 63.964a)(HDHA)

reduce water seal control effectiveness. ' '
Foliow the repair requirements found in 40 CFR Part 63, 40 CFR
§63.964(a)(1)()(A), §63.964(a)(1)(v), and §63.964(b)(1) and 63.964(b)(1) and
(2) ineluding: : ’ 2)

The first effort to repair a defect shall be no later than 5
calendar days after detection,
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u.s

Repair shall be completed as soon as practicable but no -
later than 15 calendar days after detection unless the
repair of the defect requires emptying or temporary
removal from service of the collection system.

If repair of the defect requires emptying or temporary

removal of the condensate collection system from

service, the defect will be repaired the next time the
process equipment generating the condensate stops
operation. The repair of the defect will be completed
before the process resumes operation.

HAPs

test is considered complete upon receipt of all sample results.

The permittee shall perform the following sampling and
monitoring on the stripper inlet stream and the stripper outlet
stream (stripped condensate).

Samples shall be taken on three selected 24-hour periods.

‘ During each sampling period, 3 samples of the stripper inlet
" and 3 samples of the stripped condensate an
approximately 8 hour intervals will be taken.

Inlet and outlet samples shall be taken within a 30 minute
period. :

For each 24 hour sampling period, the individual samples
may be run separately or be combined to create inlet and
outlet composite samples. ’

-During the sampling periods, hourly average of the foul
condensate feed to preheater (gpm), foul condensate
preheater inlet temperature ( degrees F), foul condensate

_ outlet temperature (degrees F), stripping column
temperature (degrees F), and 75-lb steam flow to reboiler
shall be recorded.

The inlet and outlet samples shall be analyzed for methanol -

using EPA Method 305, NCASI Dl/MeOH 94.02, or other
method approved by EPA.

The mass (weight) of methanol in the stripper inlet and outlet
shall be determined for each 24-hour period, and the stripper
efficiency determined as follows: .

Treatment Treat the condensate “Named Stfeams” collected to remove 40 CFR
Standards 5.1 kilograms -or more of total HAP per megagram (10.2 63.446(e)(5)
pounds per ton) of oven-dried ton of pulp, or achieve a total of
330 parts per million or less by weight at the outlet of the
steam stripper. : :
Treatment - The permittee shall demonstrate compliance with the pulping
Initial Steam - condensate treatment requirement by completing a Steam
Stripping Stripper HAP Reduction Efficiency Study using the procedures
System HAP and calculations in this Condition. ‘
Reduction ’ . : :
 Efficiency The results of the source test shall be submitted not more than
Study 60 days following completion of the source test. The source
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U.i1

U.12

inlet MeOH mass — outlet MeOH mass
x 100

Stripper Efficiency,% =
floperEiiciency. ® ) inlet MeOH mass

The average stripper efficiency shall be calculated from the .
stripper efficiencies calculated for each 24-hour period.

The daily average stripper efficiencies shall be used to
determine an equation. The equation may include all the
steam stripper efficiency data including the data obtained from
the ICCS if appropriate. The parameters necessary for
calculating the steam stripper system HAP reduction efficiency
equation was presented in the ICCS.

: .The permittee shall follow the procedures in this condition and

conduct one Steam Stripper HAP Reduction Efficiency Study

 per calendar year at approximately 12 month intervals. The

equation will be representative Steam Stripping System HAP
Reduction Efficiency Study. -

HAPs

Treatment -~
- Demonstrate
Compliance

The permittee shall show compliance with methanol treatment
standards using the representative equation developed by the
‘Steam Stripping System HAP Reduction Efficiency Study.

Use the amount of methanol collected per ODTP to caiculate -

‘| the methanol removed per ODTP. :

The parameters used in the calculations will be froﬁ'l the
representative Steam Stripping System HAP Reduction
Efficiency Study.

40 CFR 63.4583()
40 CFR 63.7

Demonstrate daily compliance with the condensate methanof
treatment requirement as a rolling 30-day average as follows:

Calculate the amount of methanol removed per ODTP. by
dividing the total methanol removed during the preceeding

40 CFR 63.7

Treatment
Monitoring

30 days by the total pulp production during that period. -

The permittee shall monitor the foliowing parameters as hourly
averages: o

Steam to condensate feed ratio; N <o

Foul condensate feed to preheater flow (gpm); and

Foul condensate outlet temperature (°F).

40 CFR 63.8

Collection and

| Treatment

System’
Recordkeeping

For each applicable enclosure opening, closed vent system,
and closed collection system, prepare and maintain a site-
specific inspection plan, including a drawing or schematic of
the components of applicable affected equipment and shall
record the following information for each inspection:

date of inspection, -

equipment type and identification,

results of negative pressure tests for enclosures, and

results of leak detection tests.

In addition, if any defects or leaks are detected record:
nature of the defect or leak and the method of detection,
date the defect or leak was detected and the date of each

attempt to repair the defect or leak,

‘ repair methods applied.in each attempt to repair the defect

or leak,

40 CFR 83.454(b)
40 CFR 63.965. -

reason for the delay if the defect or leak is not repairéd
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within 15 days,
expected date of successful repair of the defect or leak if
the repair is not completed within 15 days,
date of successful repair of the defect or leak, :
position and duration of opening of bypass line valves and
the condition of any valve seals, and
duration of the use of manual or computer-controlled
bypass valves. ’

HAPs

Coliection and
Treatment
System
Recordkeeping

The permittee shall maintain the following records:

The condensate stream emission factors and standard
deviations, and the dates on which the emission factors
became effective. ' o

The steam stripping system HAP reduction efficiency
equation and the date onv which the equation became
effective. '

Daily Recordkeeping
Daily pulp production. v
Record the daily pounds of methanol removed. .
~ Record the total.pounds of methanol removed during the -
preceding 30 day period. ' . ’
Record the total pulp production during the preceding 30 day
period. - '
Record the amoéunt of methanol removed per ODTP for the
preceding 30 days. .

Recordkeeping )

. The occurrence and duration of each startup, shutdown or

malfunction;

The occurrence and duration of each malfunction of air

" poliution control equipment.. '

All major maintenance performed on the air pollution control
equipment.. -

Actions taken during periods of startup, shutdown or
malfunction when such actions are different from
procedures specified in the SSM plan.

Actions taken during periods of startup, shutdown or
malfunction when such actions are consistent
with procedures specified in the SSM plan;
completed checklists or forms in an electronic
database will be considered appropriate
documentation. . :

The date and time of commencement and completion of
each period of excess emissions and parameter
monitoring exceedences that occur during startup,
shutdown or malfunction of the affected source. .

The date and time of commencement and completion of
each period of excess emissions and parameter
monitoring exceedences that occurs during periods other
than startup, shutdown or malfunction of the affected
source. . o

The nature and cause of any malfunction (if known).

The corrective action taken or preventive measures adopted.

Each period in which a CMS is malfunctioning or inoperative
(including out of control periods).

All required measurements needed to demonstrate
compliance with a relevant standard, as required in the

40 CFR 63.10

40 CFR Part 63
63.10(b)(2)()]

63.10(0)(2)(i)
63.10(0)(2)(ii)

63.10()(2)(iv)

63.10(b)(2).(v)

63.10(0)(7)

63.10(c)(8)

63.10(c)(10)
63.10(c)(11)
63.10(b)(2)(vi)

163.10(b)(2)(vii)

63.10(b)(2)()

relevant monitoring Condition(s).
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V.

V.

V.2

All measurements as may be necessary to determine the
conditions of performance tests and performance
evaluations, as required in the relevant monitoring
Condition(s).

All CMS calibration checks.

. Al adjustments and maintenance performed on CMS.

All required CMS measurements.

The date and time identifying each period dunng which the
- CMS was inoperative except for zero (low-level) and high-
level checks.

The nature of the repairs or adjustments to the CMS that was
inoperative or out of control

63.10(0)(2)(x)
63.10(b)(2)(xi)
83.10(c)(1)
63.10(c)(5)

63.10(c)(12)

Core Manufacturing Process

formulation and organic HAP content

" and/or other information describing

coating formulation and organic HAP
content along with a monthly log of
adhesive quantities used to manufacture
cores. This monthly log shall be made
available from December 5, 2005.

Limit & : :
4Parametebr Averaging Period Monitoring & R’epon‘.ing1 ' Applicable
(shall not exceed) : . Requirement(s)
Operation Minimum _The Permittee shall imit the amount of 40 CFR63.3370
: Operating HAP in the core manufacturing operation . . { Subpart JJJJ
Condition and demonstrate compliance by the use of
coating materials containing no more than
4% HAP mas of the total mass of coating
materials applied each month or.no more
than 20 % HAP mass of the total mass
coating solids applied each month: )
Permittee shall maintain Material Safety 40 CFR63.3370
Data Sheets, which indicate coating

Subpart JJJJ

Note: Refer o Appendlx G for footnotes definition.
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FACILITY-WIDE GENERAL REQUIREMENTS [WAC 1(73-401‘-60A0] ’

" These generally applicable requiremen.ts apply facjli.ty-wide', including insignificant emission units or
activities. Insignificant emission units or activities, however, are not subject to monitoring, testing,
recordkeeping, reporting, or compliance certification requirements.

1. Varying Emission Rate. The permittee cannot vary the rate of emission of a pollutant according to

atmospheric conditions or ambient concentrations of that pollutant, except as directed according to air
poliution episode regulations. o - '
[WAC 173-400-205]

2. Detrimental Emissions. The pe’rrﬁittee shall not cause or permit emission of any contaminant if it is
" detrimental to the health, safety, or welfare of any person, or causes damage. to property or business.
[WAC 173-400-040(5)] ' :

3. Concealment and Masking, The permittee shall not install or use any means that conceal or mask an

' emission of an air contaminant that would otherwise violate provisions in this permit. [WAC 173-400- -
040(7), 40 CFR § 60.12 for No. 3 Smelt Dissolver, No. 3 Power Boiler, No. 4 Lime Kiln, and Batch
“and Sawdust Digesters.] ' ' ,

4, Fugitive Emissions. The permittee shall take reasonable precautions‘ to prevent the release of_air
: contaminants from emission units engaged in material handling, construction, demolition, or any other
operation that is a source of fugitive emissions. [WAC 173-400-040(3)(a)] '

5 . Fugitivel Dust. The permittee shall take reasonable precautions to prevent fugitive dust from

becoming airborne and maintain and operate the source to minimize emissions. [WAC 173-400-
040(8)(a)] - ‘
- 8. Particulate Matter Deposition. The following condition is state-only and is not federally enforceable

under the Clean Air Act: No deposit of particulate matter beyond property line so'as to interfere
unreasonably with use and enjoyment. oo ‘ '
[WAC 173-400-040(2)] ‘

7. Odors. The fo‘Ijowfng condition is state-only and is not federally enforceable under the Clean Air Act:
Any person causing odor which may unreasonably interfere with use & enjoyment of property must
~use recognized good practice and procedures to reduce odors to a reasonable minimum. [WAC
173-400-040(4)] : :

8. .Opacity. The permittee may not cause or aliow the emission of a plume from any emission unit other

' than a kraft recovery furnace, smelt dissolver tank, or lime kiln that has an average opacity greater

than 20% for more than 6 consecutive minutes in any 60 minute period except as provided in WAC

173-405-040(6). - : _ , .

[WAC 173-405-040(6)]

J9. Complaints. Except where specific requirements are defined elsewhere, the permittee shall assure
compliance with conditions 1 through 8 by recordkeeping of actions taken by the permittee in
response to complaints received by the permittee or of possible noncompliance noticed by the facility
staff in day to day operation. The permittee shall assess the validity of each air quality complaint and
commence corrective action, if warranted, as soon as possible but no later than 3 working days of
receiving the complaint. The permittee shall keep records of the following: air quality complaints
received; the assessment of validity; and what, if any, corrective action is taken in response to the air
quality complaint. [WAC 173-401-630] - o ' '
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10. .

11.

12.

13.

14.

18.

Sulfur Dioxide Emissions. The emission of sulfur dioxide from any emissions unit other than a
recovery furnace or lime kiln shall not exceed 1,000 parts per million for an hourly average, corrected
to 7% oxygen for combustion units. -

WAC 173-405 040(1 1)(b) or WAC 173—400 040(6)]

Reserved.

Good Air Pollution Control Practice. The permittee shall at all times, including periods of abnormal
operation and upset 'conditio.nsf to the extent practicable, maintain and operate any affected facility,

l _including associated air pollution control equipment,.in a manner consistent with good air pollution
- control practice. Determination of whether acceptable operating and maintenance procedures are

being used will be based on information available to Ecology which may include, but is not limited to,
monitoring results, opacity observations, review of operating and maintenance procedures, and
inspection of the source. [WAC 173-405-040(10); 40 CFR § 60.11(d) for No. 3 Smelt Dissolver, No. 3
Power Boiler, No. 4 Lime Kiln, and . Batch and Sawdust Digesters.]

. Chemical Accidental Release Program. As a “stationary source” defined in 40 CFR § 68.3, is subject -

to part 68, the accidental release preventron regulations, This stationary source shall submit a risk
management plan (RMP) by date specified in section 68.10. This stationary source shall certify
compliance with the requirements of part 68 as part of the annual compliance certification as required
by 40 CFR Parts 70 or 71. [40 CFR Part 68. 3]

Stratosphere Ozone Protection.

a. The permittee shall comply with applicable standards-for recycling and emissions reductlon
. pursuant to 40 CFRPart 82, Subpart F, except as provided for Motor Vehrcle Air Conditions
(MVACs) in Subpart B:
i.  Persons opening appliances for malntenanoe service, repa|r or d|sposal must comply wrth
the required practices pursuant to § 82.156.
ii. Equipment used during the maintenance, service, repair or drsposal must comply with the -
standards for recycling and recovery equrpment pursuant to § 82.158.
iii. Persons performing maintenance, service, repair.or disposal of appliances must be certrfred
by an approved technical certification program pursuant to § 82.161.
“iv. Persons disposing of small appliances, MVACs, and MVAC-like appllanoes must comply with
. recordkeeping requrrements pursuant to § 82,166 (“MVAC-iike appliance” i is defined at §
82.152.)
~ v. Persons owning commercial or industrial. process refrigeration equrpment must comply w1th
the leak repair requirements pursuant to § 82.156.
vi. Owners/operators of appliances normally containing 50 or more pounds or refngerant
) purchased and added to such appliances pursuant to § 82.166.

b. Permittee may switch from any ozone-depleting substance to any alternative approved pursuant
to the Significant New Alternatives Program (SANP), 40 CFR Part 82, Subpart G, without a permit
revision but shall not switch to a substrtute listed as unacceptable pursuant to such program [40
CFR 82.174]

c. Any certified technician employed by Permittee shall keep a copy of therr certification at their-
place of employment. [40 CFR 82.166(1)]

d. The Permittee shall not willfully release any regulated refrlgerant and shatl use refrigerant
extraction equipment to recover regulated refrigerant that would otherwise be released into the
atmosphere. [RCW 7070.94.970(2), 970(4)] State Only

e. Compliance with this term and condition will be demonstrated by usmg a certified contraotor or
employee.

[40 CFR Section 82 and RCW 70 94.970 (the RCW i is a state- -only reqmrement)] ‘

'In5|qn|f|c:ant Emission Units. The generally applicable reqwrements that apply to IEUs are, WAC

173-405-040(5), WAC 173-400-040, WAG 173-400-050(1) & (3), and WAC 173-400-060. [WAC 173-
401-530(2)(b)] | |
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16.

17,

. 18.

Volatile Organic Liquid Storage Vessels. The permittee shall keep records showing the dimensions
and capacities of all storage vessels having capacities greater than or equal to 40 cubic meters that
are used to store volatile organic liquids and for which construction, reconstruction, or modification
commenced after July 23, 1984. These records are to be kept for the life of each storage vessel. [40
CFR §§ 60.116b (a) and (b)] : ’

.Used Oil Burning. The following condition is state-only and is not federally enforceabie under the
- Clean Air Act. The permittee can burn used oil only if it meets standards prescribed in RCW

70.94.610. The requirements of RCW 70.94.610(1) do not apply to used oil burned in emission units
regulated under this AOP, because such emission units are “facilities permitted by the department"
per RCW 70.94.610(2). [RCW 70.94.610] o T

Asbestos. The pérmittée shall comply with the applicable requirements of 40 CFR Part 61, subpart M

(asbestos NESHAP) and WAC 173-400-075 when conducting any renovation or demolition at the
facility. JWAC 173-400-075] . : f

* MONITORING, RECORDKEEPING & REPORTING

Monitoring Requirements [WAC 173-401-630(5)(b)]

190.

20

21,

22,

" Unit-Specific Requirements. The permittee shall conduct routine mohitoring of emissions in
“accordance with the program of monitoring or testing required for specific emission units in conditions

A through U of this permit. [WAC 173-405-072]

* Unavoidable Excess Emissions. This condition applies to excess emissions that the permit{ee'

claimed to be unavoidable pursuant to WAC 173-400-107. The permittee may include in its reports
demonstrations that excess emissions were unavoidable, consistent with the requirements of WAC
173-400-107. The perhittee shall have the burden to prove that deviations from permit terms were
unavoidable. Excess emissions that are unavoidable are excused and not subject to penalty.
[WAC 173-400-107] ‘ :

Violation Duration. A violation of an emission limit in this permit is presumed to commence at the
time of the testing, recordkeeping or monitoring indicating noncompliance, and to continue until the
time of retesting, recordkeeping or monitoring that indicates compliance. This presumption may be
defeated if credible evidence shows that the violation was of longer duration, that there were '
intervening days during which no violation occurred or that the violation was not continuing in nature
[42 U.S.C. 7413(e)(2)]. .The permittee may conduct monitoring or testing more frequently than
required by this permit to demonstrate compliance with an emission fimit. -

Insignificant Emission Units (IEUs). The permittee is not subject to any testing, monitoring, reporting,
or recordkeeping for the insignificant emission units or activities listed [WAC 173-401-530(2)(c)].

Recordkeeping Requirements

23..

Monitoring Records. The permittee shalt keep records of any periodic and continuous monitoring
required by this permit. These records shall include the following, where applicable:

The date, place as defined in réquirement, and time of sampling or measurement;
The date(s) analysis were performed, _ L
~The company or entity that performed the analysis;
The analytical techniques or. methods used;
The results of such analysis;

000U
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24.

25,

28,

|27

f. | The operating conditions existing at the time of samphng or measurement [WAC 173-401-
615(2)(a); WAC 173-400-105; 40 CFR § 60. 49b(f) ]

Inspection Checkhsts Where the permrttee is required to use and maintain an lnspec’uon checkhst
the checklist must contain, at a minimum, the following information:

The person conductmg the inspection;

The date/time of the inspection;

Location of the inspection;

The observations made during the lnspectlon
. Corrective actions taken if any; and

The date and time corrective action was initiated and completed

D U S O S g

.[WAC 173-401-615(1)(b)]

Changes at Source The permittee shall keep records describing changes made at the source that
result in emissions of a regulated air pollutant subject to an applicable requirement, but not otherwise
regulated under the permit, and the emissions resultrng from those changes. [WAC 173-401-724(5)]

Records Retention. The permittee shall retaln records of all required monrtonng data and support
information for a period of 5 years from the date of monitoring sample, measurement, report, or
application. Support information includes all calibration and maintenance records and all original
strip-chart recordings for continuous monitoring instrumentation, and coples of all reports required by
this permit. [WAC 173-401-615(2)(c); 40 CFR § 60.49b(0)]

R‘ecordinq‘Permit Deviations. The permittee shall maintain a contemporaneous record of any

_deyiation from the requirements of this permit. [WAC 173-401-615(3)(b)]

Reportmg Requrrements [WAC 173-401-520, -615(3) & 710]

28

29,

1 30.

31.

- 32.

Unit Reportlnq Reqwrements In addition to any emission unit specific reporting requwements ‘
identified below, emission umt specific requrrements are identified in specific emission unit. conditions
of this permit. A

* Production Reporting. Report within 15 days of the end of each month average daily production of

air-dried unbleached pulp. [WAC 173-405-072(4)]

Monthly Report. Submittal of reports of any required monitoring by thls permlt must be submitted to
Ecology within 15 days of the end of each calendar month. [WAC 173-405-072]. The reports must
clearly identify all instances of deviations from permit requirements. ' [WAC 173-401-615(3)(a)]

Emission Inventory. The permittee shall submit an inventory of emissions, as specified in WAC 173~
405-078, from the source each year no later than 105 days after the end of the calendar year. The
permittee shall maintain records of information necessary to substantiate any reported emissions.
[WAC 173-405 078 and WAC 173—400 -105(1)] .

| Permit Devratron/Excess Emissions. The permittee shall promptly submit a report of any deviations

from permit condrtlons [WAC 173-401- 815(3)( )

a For purposes of this permrt, submitting a report "promptly” means the following: (a) if the '

deviation presents a potential threat to human health or safety, the report shall be made as
soon as possible but no later than 12 hours after the discovery of the deviation; (b) for other
deviations, "promptly" means that the deviations are identified in the respective monthly
report. ST - .
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33.

34.

35.

‘ b'. Reports shall describe the probable cause of such dewattons and any correctlve actions or

"preventive measures taken. [WAC 173-401-615(3)]. The permittee may include in its reports
- demonstrations that excess emissions, excursions or dewatlons were unavoidable, consxstent
thh the reqUIrements of WAC 173-400-107. ' .

Certification. Any application form, report or comphance certification Arequire'd to be submitted by this
permit or by Chapter 401 WAC shall contain certification by a responsible official of truth, accuracy

" and completeness. This certification and any other certification required under Chapter 173-401

WAC shall state that, based on information and belief formed after reasonable inquiry, the statements
and information in the document are true, accurate, and complete. [WAC 173-401-520]

Report Address: All reports and renewal applications required by this permit shall be submitted to:

Department of Ecology -
Industrial Section

P.O. Box 47706 -
Olympia, WA 98504-7706

Compliance certification shall also be submitted to:

Environmental Protection Agency
- Air Operating Permits, Region 10
1200 Sixth Avenue, OAQ-108

Seattle, WA 98101-1128 :

Compllance Requlrements/Certlflcatlon

-a ‘The permittee shall continue to comply with applicable requ1rements wnth which the permlttee is in
compliance;

b. The permittee shall meet applicable requirements that will become effective during the permit .
period on a timely basis;

¢. The permittee shall submit a report to the Department of Ecology and to Region 10 of EPA within
105 days after the close of the calendar year, and every year thereafter, certifying compliance
with the terms and conditions contained in this permit for the previous.calendar year. The
certification shall describe the following:

“ i, the permit term or condition that is the basis of the certlflcatlon
ii. 'the compliance status;
iii. . whether compliance was continuous or mtermlttent and
iv. the methods used for determining compliance, currently and over the reportmg penod
consistent with reqwred monitoring.

Note: Areport filed in a format approved by Ecology i is deemed to meet the requlrements of this
condition.

d. The permittee is not requlred to certify compliance for insignificant emission unlts or activities.
[WAC 173-401-530(2)(d), WAC 173-401-510(2)(h)(iii), and WAC 173-401-630 (5)]
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36.
37.
- 38.

39.

40.

41,

42

43,
44,

45,

46.

‘ STANDARD TERMS & CONDiTlONS

Duty to Comgly ‘The permrttee muist comply with all conditions of this permlt Any permrt

‘ noncompllance constitutes a violation of chapter 70.94 RCW and, for federally enforceabie

provisions, a violation of the FCAA. Such violations are grounds for potential enforcement action; for

- . permit termination, revocation and reissuance, or modification; or for denral of a permit renewal

application. [WAC 173-401-620( )( )]

Need to Halt or Reduce Activity Not a Defense. It shall not be a defense for a permittee in an
enforcement action that it wouid have been necessary to halt or reduce the permitted activity in order ‘
to malntaln comphance with the conditions of this permrt [WAC 173-401-620(2)(b)]

Permit Actions. This permit may be modified, revoked, reopened, and reissued or terminated for
cause. The filing.of a request by the permittee for a permit modification, revocation and reissuance,

. or termination, or of a notification of planned changes or antlcrpated noncomphance does not stay any

permit condition. [WAC 173-401- -620(2)(c)] .

Property Rights. This permit does not convey any property rrghts of any sort, or any exclusive

_privilege. [WAC 173-401-620(2)(d)]

Duty to Provide Information. The perm‘ittee shall furnish to the permitting authority, within a
reasonable time, any information that the permitting authority may request in writing to determine
whether cause exists for modifying, revoking and reissuing, or terminating the permit or to determine
compliance with the permit.” Upon request, the permittee shall also furnish.to the permitting authority
copies of records required to be kept by the permit or, for information claimed to be confidential, the
permittee may furnish such records directly to the permitting authority along with a claim of .
confidentiality. Permitting authorities shall maintain confrdentlahty of such information in accordance
with, RCW 70.94.205. [WAC 173-401-620(2 )(e)]

" Permit Fees. The permittee shall pay fees as a condition of this permit in.accordance with the

permitting authority's fee schedule. Failure to pay fees in a timely fashion shall subject the permitteé
to civil and criminal penalties as prescribed in chapter 70.94 RCW.. [WAC 173-401-620(2)( )]

Emissions Tradlnq No permrt revision shall be reqwred ‘under any approved economic incentives,
marketable permits, emissions trading, and other similar programs or processes for changes that are

‘provided for in this permit. [\NAC 173-401-620(2)(g)]

Severability Clause If any prowsmn of this permit is held to be mvalrd all unaffected provisions of the '
permrt shall remaln in effect and be enforceable [WAC. 173-401 -620(2)(M)I:

Permlt Appeals. The permittee may appeal this permit or any conditions in it only by frllng an appeal

- with the pollution control hearings board and serving it on the permitting authority within thirty days of

receipt pursuant to RCW 43.21B.310. ‘This provision for appeal in this section is separate from and
additional to any federal rights to petition and review under § 505(b) of the FCAA. [WAC 173-401-

'620(2)(i)]

Permit Continuation. This permit is issued for a 5 year term; however, this permrt and all terms and
conditions contained therein, including any permit shield provided under WAC 173-401-640, shall not
expire until the renewal permit has been-issued or denied if a timely and complete apphcatron has
been submitted. An application shield granted pursuant to WAC 173-401-705(2) shall remain in
effect until the renewal permit has been issued or denied If a tlmely and complete application has
been submitted. [WAC 173-401- 620(2)0)]

Agphcatron and Issuance of a Renewal Permit. The permittee shall submit a complete permit renewal
app!ication to Ecology no later than six months, but no earlier than 18 months, prior to the expiration
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. 47,

48.

49,

50.

51,

be required by law: -

da‘t'e of the existing permit. Permits beivng renewed are subject to the same procedural requirements,
including those for public participation, affected state and EPA review that apply to the initial permit.

" [WAC 173-401-710(1)&(2)]

Inspection and Entry. The pefmittee shall allow the permitting aUthority or an authorized
representative.to perform the following upon presentation of credentials and other documents as may

Enter upon the permittee’s premises where a chapter 401 source is located or emissions-related

activity is conducted, or where records must be kept under the conditions of the permit;

b. Have access to and copy, at reasonable times, any records that must be kept under the
conditions of the permit; . - o .

c. Inspect at reasonable times any facilities, equipment (including monitoring and air pollution
control equipment), practices, or operations regulated or required under the permit; and

d. As authorized by WAC 173-400-105 and the FCAA, sample or monitor at reasonable times
substances or parameters for the purpose of assuring compliance with the permit or applicable
requirements. :

[WAC 173-401-630(2)] '

a.

Federally Enforceable Requirements. All terms and conditions of this permit, including any provisions
designed to limit potential to emit, are enforceable by EPA and citizens under the FCAA, unless they

. are specifically designated as'not federally enforceable. [WAC 173-401-625]

Reopening for Cause. This permit shall be reopened and revised under any of the foIIoWing

- circumstances: - :

a. Additional applicable requirements become applicable when the remaining permit term is
greater than three years. Such reopening shall be completed not later than 18 months after
promulgation of the applicable requirement. No such reopening is required if the effective
date of the requirement is later than the date on which the permit is due to expire, uniess the
original permit or any of its terms and conditions have been extended pursuant to WAC 173-
401-620(2)(). - ' : R

b. Additional requirements (including excess emissions requirements) become applicable under
the acid rain program. Upon approval by EPA, excess emissions offset plans shall be ’
deemed to be incorporated in the permit. ' ~ o

c. Ecology determines that the permit contains a material mistake or that inaccurate statements
were made in establishing the emissions standards or other terms or conditions of the permit;
or ' : .

d. Ecology determines that the permit much be revised or revoked to assure compliance with
the applicable requirements. ' , »

Procedures to reopen and issue a permit shall follow the same procedures as apply to initial

permit issuance and shall affect only those parts of the permit for which cause to reopen: exists.

[WAC 173-401-730] : x o e '

Tampering and false statements. No person shall make any false materials statement,

representation or cértification in any form, notice or report required in this permit. No person shall
render inaccurate any monitoring device or method required under this permit. [WAC 173-400-105(7)
and (8) and 40 CFR 70.11(a)]

Providing Additional Data. For Ecology to evaluate a plant's emissions or emission control program,

the permittee shall furnish other data requested by Ecology. [WAC 173-405-072(5)]
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PERMIT SHIELD

Pursuant to WAC 173-401-640(1), compliance with the terms and conditions of this permit shall be deemed
compliance with the applicable requirements identified in this permit, as of the date of permit issuance. This
permit shield does not exempt the permittee from reqmrements enacted after the permit ijssuance date. This
© permit shield shall not apply to any |n3|gmf|cant emission unit or actrvlty deszgnated under WAC 173-401-530.
[WAC 173-401-530(3)]

Pu'rsuant to WAC 173401—640(2),'the Departmentof Ecology has determined that the reduirements listed
- below do not apply to the facility, as of the date of permit issuance, for the reasons specified.
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Appendix A
Permit Shleldllnapphcable Requirements
Georgia Paemc Camas Mill

Cftation

" SourcefTopic/Parameter .

Basis for Determining its Ihapplicability

Not >20%, opacity for 3 minutes in | - ‘ :

WAC 173-400- any one hour (four exceptions; (a) | WAC 173-405 and 173-410 provide specific.

040(1) soot blowing/grate cleaning (b) standards that take precedence over general
uncombined water (c) common standards. : :
stack (d) alternate limit set) . , :
Fugitive dust sources identified as | This regulation is not applicable to the source. The

WAC 173-400- significant contributors to PM10 mill is not In a non-attainment area and has not
non-attainment must apply RACT | therefore been identified as a significant contributor

040(8)(b)

to a PM10 non-attainment problem, -

WAC 173-400-045

Sources subject toa RACT
determination must pay fees as ‘
specified

This regulation is not applicable to the source. The .
mill has not been identified as a source subject to a
RACT determination.

| WAC 173-400-075

Sources of arsenic, berylllum

| benzene, mercury, radio nuclides

or vinyl chioride

This regulation is not applicable to the source. The
mill has not identified sources corresponding to this
regulation.

40 CFR 61,
Subpart E

Stationary sources which process

| mercury, use mercury chlor-alkali
cells to produce chlorine gas and -
'| alkali metal hydroxide, and -

incinerate or dry wastewater
treatment plant sludge.

- The mill burns sludge from its primary wastewater .

treatment plant with its woodwaste. However, this
boiler is defined as a woodwaste boiler, not a
sludge incinerator, . Sludge is an incidental and
minor fuel and is burned for energy recovery, not
disposal. Combustion units at industrial facilities
that burm materials such as sludge for energy
recovery purposes are not considered solid waste -
incineration units under both federal and state
regulations. See 70 Fed. Reg. 55568 (Sept 22,
2005). The mercury emission standard ( 40 CFR
61.52) specrflcally applies to mercury ore
processing facilities, mercury cell chlor-alkal
plants, sludge incineration plants, and sludge
drying plants, not to woodwaste boilers. In any
case, chemical analysis of the emjssions shows

potential emissions of 0.0176 pounds/day of

mercury well below the 7.1 pounds/day NESHAP
limit and below the 3.5 pounds/day repeat testlng ,
threshold defined in the rule.’

WAG 173-400-
105(5)(d)

Opacity monitoring requifed for

" wood residue fuel fired steam .
generators with capacity of > 100

million BTU/hr h'e'at input, which
are not subject te an NSPS

No. 3 Power Boiler which fires wood resndue is

subject to NSPS, this regulation does not apply.

| WAC 173-400-151

Retrofit requirements for visibility
protection--must apply BART

The mill points out that the No. 4 Power Boiler may
be impacted by BART. EPA and Ecology will
designate affected sources and the regulation may
apply to other emission units.

WAC 173-405-
040(1)(b)

TRS limit of 17.5 ppm applies for
DCE Kraft recovery furnaces or
constructed before 1/1/70

This regulation is not appliceble to the source. The
mill has not identified sources corresponding to.this
regulatlon :
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WAC 173-405-072-

(1), (2), 3), (4)

Monitoring requirements

PSD-88-3 MOD2 and DE88-360-MOD2 include
specific monitoring requirements which take -
precedence over WAC 173-405-072.

40CFR § TRS emissions < 5ppm corrected | Brown stock washers are not subject to NSPS.
60.283(a)(1) | to 10% oxygen unless controlled | EPA Region X and Ecology exempted them on
using one of the methods listed May 31, 1996 and September 18,1981. The
| and other provisions of this ection | exemption was granted based on the economically
are met - North brown stock infeasible determination by the agencies. In April
| washers. 2005 the washers were collected by the High
Volume Low Concentration (HVLC) system and are
being incinerated in either the No.'3 or No. 4 Kraft
o recovery furnace.
40CFR § CEM for TRS emissions Brown stock washers are not subject to NSPS.
60.284(a)(2) |- The EPA Region X and Ecology exempted them on
May 31, 1996 and September 18, 1981. The

|1 40CFR § 60.7 .

exemption was granted based on the economically
infeasibie determination by the agencies. . In April

-| 2005 the washers were collected by the High

Volume Low Concentration (HVLC) system and are
being incinerated in either the No. 3 or No. 4 Kraft
recovery furnace.

WAC 173-422-030

Motor vehicle emission inspection

Not applicable to stationary sources.

40 CFR 63.453 (0)
(2)

Monitoring requirements for
bleaching systems

Mill uses a alternative parameter to gas flow to

demonstrate continuous compliance. .

'[ 40 CFR 63.453 (k)
(1)

(2)

40 CFR 63.453 (k)

Monitoring performed at least once
every 30 days

Mill perfbrms monthly {o demonstrate compliance.

40 CFR 63.864 (e)

Monitoring requirements for
chemical recovery combustion
sources at Kraft mills. For ESP"
opacity monitoring system
required..

Mill is unigue in that the ESP for the No. 3 and No.
4 Kraft recovery furnaces is followed by a cross-
flow scrubber. Mill monitors secondary power of
ESP and scrubber parameters for the No. 3 Kraft
Recovery Furnace and secondary power of ESP
for the No. 4 Kraft Recovery Furnace to
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Appendlx A ,
Permit Shleldllnappllcable Requirements
Georgia Pacific Camas Mill

(Continued)
 Citation : ‘SourcelT opic/Parameter .Baéis for Determining its Inapplicability
' L ' ' This regulation is intended to apply to wood stoves
- WAC 173433 Solid fuel burning devices and fireplaces orily according to advice from
: ‘ ) : Ecology.
WAC 173-435 . Emergency Episode Plan Eoology.has not requested a plan per our records.

WAC 173-470, 474,
475, 480, 481

Ambient Air Quality Standards

' Ambient air quality standards (AAQS) do not apply

directly to stationary sources.

RCW 70.94.531

Commute trip reduction

This regulation is not apphcable tos tatlona[_\[
sources.




APPENDIX B
(Reserved)
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APPENDIX C ,
Algorlthms for Emission Calculatrons
These followmg algorithms set forth the calculatlon method for those emission limits that the desngnated
Reference Method itself does not yield a direct emlsston measurement The permittee may use an equivalent
method with written approval from Ecology
A.  Reference Method Dependent Emission Limits

‘Conditions A4 and 'B 4

Calculation of NOy for No. 3 and No. 4 Kraft Recovery Furnaces (use the most recent source tests that .
include 9 separate test runs)

| Mass Emission Rate (VER) = F(x)* C(x) * Qus
Where,’
F(x) = unit conversion factor for NOx = 11963 F 7

C(x) = concentration of NOx in flue gas in pl/ ( ppm dry basis VIV )
Qsq = volumetric flow rate of gas ( dry basis ) corrected to standard conditions, dscf/hr

Emtss;on Factor for the No. 4 Kraft Recovery Furnace is calculated as, foIIows

E.F. (NOx» Emission Factor) =" Mass Emission Rate (MER)*Unit Conversion Factor /
BLS burned ' i "

“Where, ' C _

-~ MER = Mass Emission Rate of NOx in'lb/hr
‘Unit Conversion Factor is case specific. For Example, 1 ton.= 2000 Ibs.
BLS Rate of Black quuor Solids burned in Ib/hr

CondltlonsC1 F.1.G2 H2 |2 andL.2

PM (mass per time) = Concentration * Air Flow Rate * Unit Conversion Factor * Time Adjustment

Where;

Concentration is Reference Method (RM) dependent. For example, RM 5 ylelds partlculate -
emission in'terms of grains per dry standard cubic foot (gr/dscf). ,

Air Flow Rate must be representative of normal operations and is derlved from the apphcable RMin
terms of dry standard cubic feet per minute.

Unit Conversion Factor is case specific. For example; 1 pound =7, 000 grains.

Time Adjustment is case spec:nr c and is dependent on the flow rate time unit or fuel flow rate.

The monthly values (monthly, quarterly, or other test frequency, whichever epphcable) for the year will
- be summed to determined the annual average at the end of the calendar year. :

Condltlons F.2 and 'I.4

80O, (mass per time) = SO, Emission Factor * Fuel Consumption Rate -

Where,
Emission Factor derived from the most recent stack test results (9 most recent separate test runs)

For example sulfur dioxide emissions from.the smelt dissolver vents measured using EPA Method
6C.

Fuel Consumptlon Rate must be representative of normal operatlons and isin the unit of mass of
fuel consumptlon per unit time.
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-Conditions C.3, G.6
NOx (mass per time) = NOy Emission Factor * Fuel Consumption (or Material Produced)

Where, '
Emission Factor derived from the ‘most recent actual stack test results (9 most recent separate test
runs). For example, nitrogen oxide emissions from the lime kiln measured usmg EPA Method 7, 7A,
or78B.

Fuel Consumption Rate must be representatlve of normal operations and is in the unit of mass of
fuel consumption or material produced per unit time. For example, the annual productron of calcium
oxide from calcrum carbonate at the lime kiln is used to estimate the NO, emissions. ,

Conditlon H.6

NOXx emissions will be calculated by a parametric emission modeling equation below. The equation

was evaluated in terim of Relative Acuracy (RA) as defined in 40 CFR 60, Appendix B, Performance

Specifications 2. ' Acceptance criteria concerning the modeling equation is defined as RA less than or

equal to 20%. The RA computation method is in accordance with EPA procedures available online at
" hito/wwwepa.gov/docs/epacfr40/chapti. rnfo/ QA/QC procedures are detailed in Section Q of this

permit.

NOXx = 0.3979*Steam Rate + 5.796*Excess Oxygen + 0.4313*Qil Firing t?ate
"+ 0.341*FGR - 0.0006318*NCG Flow Rate + 0.02749*SOG -70.12

Where,

NO, = pounds per hour :

Steam Rate = Steam generation in thousands of pounds per hour (kpph)
Excess Oxygen = Boiler excess oxygen in percent (%)

Oil Firing Rate in gallons per minute '

FGR = Flue Gas Recirculation Rate in thousands of pounds per hour (kpph)
NCG = Non-condensible gas flow rate in cubic feet per minute (cfm)

SOG = Stripper off-gas flow rate in actual cubic feet per minute (acfm)

Conditions C.4. G.7, H.8, and L6

- CO (mass per time) =CO Emission Factor * Fuel Consumption (or Material Produced)

- Where, ' :

. Emission Factor derrved from the most recent actual stack test results (9 most recent separate test

- runs). For example; carbon monoxrde emissions from the kraft recovery furnaces measured usmg
EPA Method 10.
Fuel Consumption Rate must be representatlve of normal operations and is in the unit of mass of
fuel consumption or material produced per unit time.- For example, the annual productlon of calcium |
oxide from calcium carbonate at the fime kiln is used to estimate the CO emissions.

Conditions C.5, F.3, G.8, H.9, and .7

VOC (mass per time) = VOC Emission Factor * Fuel Consumption (or Material Produce_d)

Where,

" Emission Factor denved from the most recent stack test results (9 most recent separate test runs).
For example, VOC emissions from the kraft recovery furnaces measured usmg EPA Method 25A.
Fuel Consumption Rate must be representative of normal operations and is in the unit of mass of
fuel consumption or material produced per unit time. For example, the annual production of calcium .
oxide from calcium carbonate at the lime kiin is used to estimate the VOC emissions.
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Conditions F.4
TRS (mass per time) = TRS Emission Factor * Fuel Consumption

Where
. Emission Factor derived from the most recent stack test results (8 most recent separate test runs).
For example, TRS emissions from the kraft recovery furnaces measured using EPA Method 16 or -
16A.
Fuel Cohsumption Rate must be representatrve of normal operatlons and is in the unit of mass of
- fuel consumptlon ‘ . :

B. CEM Dependent Emission Limits

Condition C.2, G 5 and H.5
SO, (mass per tlme) = Concentratlon  Air Flow Rate Umt Conversron Factor * Time Adjustment

Where, '
Concentration is case specific in terms of averagmg perlod as requrred by the permit. Each
emission unit limitation specifies the averaging period used by the CEMS. For example, the CEM on
the No. 4 Recovery Furnace derives a 1-hour averages. The 1-hour average will be measured based
on EPA Method 6C.
. Air Flow Rate must be representatrve of normal operatron For example, dry standard cubic feet per
minute is obtamed from the previous six consecutive particulate matter (PM) sampling periods.
‘Uriit Conversion Factor is pollutant specific and involves molar mass and molar volume. For -
“example, the unit conversion factor for SOZ is 64 Ib/Ib.mole and an ldeal gas of volume at standard
. conditions of 385 cubic feet.
- Time Adjustment is case specific and is dependent on the ﬂow rate time unit.

The monthly values for the year will be summed to determme the annual average at the end of the
calendar year. : .

Condition .5
NOy (mass per t'ime)‘ = Concentration * Fuel Consumption

Where

Concentratlon is derived from CEM in terms of Ib/MMBtu .

Fuel Consumption must be representative of normal operations and is in the unit of mass of fuel
consumption. For example the annual throughput of hog fuel of the No.3 Power Boiler is.used to -
estimate-the NO, emissions.

Condmon C. 6, G.10, and H.10

TRS (mass per time) = Concentratron Air Flow Rate * Unit Conversnon Factor * Tlme Adjustment .

A Where ' '

" Concentration is case specrﬂc in terms’ of averaging period as required by the permit. Each
emission unit limitation specifies the averaging period used by the CEMS. :
Air Flow Rate must be representative of normal operation. For example, dry standard cubic feet per
minute is obtained from the average of the last six consecutive PM sampling periods.

Unit Conversion Factor is pollutant specific and invoives molar mass and molar volume. For
example, the unit conversion factor for TRS as H,S is 0.0883 Ib per cubic foot based on a molecuiar
‘weight of 34 Ib/lb mol and an ideal gas volume of standard conditions of 385ft* /Ib mol
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- Time Adjustment is case specific and is dependent on the flow rate time unit.

The monthly values for the year will be summed to determined the annual average at the end of the
calendar year. T : '
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APPENDIX D

Appllcable Requirements Consolidated to Single Permit Terms

Certain permit conditions impose a single emission limit or requirement that is based on two or more

underlying applicable requirements. This table presents the basis for consolidating these redundant
requirements into single permit conditions.

No. 3 Kraft Recovery Furnace (Emission Unit Specific Reqmrements A)
Note: This unit is not subject to New Source Performance Standard Subpart BB

Method 16 or 16A.
WAC 173-405-040(1)(c): limit is 5 ppm @ 8% O,, daily
average; approved EPA or Ecology test methods.

Limit # Underlymg Applicable Requ1rements - . Basis for Consolidating
'1 Cite and Paraphrase of Requirement .
PSD-88-3 Modification 2 & DE-88-360 Modification 2; ‘Permit imposes the more
A1 Particulate limit (PMy) is 0.033 gr/dscf @ 8% Oy, avg. stringent 0.033 gr/dscf limit from
three 1-hour runs; EPA Method 5. - the PSD/NOC approval.
WAC 173-405-040(1)(a): Particulate limit.is 0.10 gr/dscf
.@ 8% O, avg. thrée 1-hour runs; approved EPA or
Ecology test. methods .
PSD-88-3 Modification 2 & DE-88-360 Modification 2: Permit imposes the more
A2 Opamty limit is 20% for more than 6 consecutlve minutes | stringent 20% opacity limit from
' in any 60 minute period. | the PSD/NOC approval.
WAC 173-405-040(6): Opacity limit is 35% for more than . .
6 consecutive'minutes in any 60 minute period.
‘ PSD-88-3 Modification 2 & DE-88-360 Modification 2; Permit i lmposes 10 ppm limit,
1.A3 SO, limit is 10 ppm @ 8% Oz, 24-hour avg.; EPA Method | which is more stringent than and
. -6 Or 6¢. " encompasses the 500 ppm limit
WAC 173-405-040(11); SO, limit is 500 ppm @ 8%_ O, (impossible to emit up to 500
hourly avg.; approved EPA or Ecology test methods. ppm in one hour and still meet
' ’ 10 ppm 24-hour avg. limit).
. PSD-88-3 Modification 2 & DE-88-360 Modification 2 Permit imposes the more
A5 TRS limit is 5 ppm @ 8% Og, 12 hour average; EPA | stringent 5 ppm limit and 12-

hour averaging.period from

'PSD/NOC approval. .

. No. 4 Kraft Recovery Furnace (Emission Unit Specific ‘Requirements B.)
Note This umt is not subject to New Source Performance Standard Subpart BB

Limit # Underlylng Applicable Requirements — Basns for Consolidating -
' Cite and Paraphrase of Requirement .
- | PSD-88-3 Modlfleatlon 2 & DE-88-360 Modification 2: Permit imposes the more
B.1 | Particulate limit (PMo) is 0.033 gr/dscf @ 8% O,, avg. stringent 0.033 gr/dscf limit from

three 1-hour runs; EPA Method 5,
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WAC 173-405-040(1)(a): Particulate limit is 0.10 gr/dscf
@ 8% O,, avg. three 1-hour runs; approved EPAor -
Ecology test methods.

PSD-88-3 Modification 2 & DE- 88-360 Modification 2

Permit imposes the more

B.2 Opacxty limit is 20% for more than 6 consecutive mlnutes' stringent 20% opacity limit from
' in any 60 minute périod. | the PSD/NOC approval.
WAC 173-405-040(6): Opacity limit is 35% for more than -
6 consecutive minutes in any-60 minute period.
PSD-88-3 Modification 2 & DE-88-360 Modification 2: Permit imposes 10 ppm limit,
B.3 SO, limitis 10 ppm @ 8% O, 24-hour avg.; EPA Method which is more stringent than and
' 60r6c. - encompasses the 500 ppm limit
‘WAC 173-405-040(11): SO limit is 500 ppm '@ 8% 02, (impossible to emit up to 500
hourly avg.; approved EPA or Ecology test methods. ppm in one hour and still meet
' ' . 10 ppm 24-hour avg. limit).
PSD-88-3 Modification 2 & DE-88-360 Modification 2: | Permit imposes the more
B.5 TRS limit is 5 ppm @ 8% O, 12-hour average; EPA stringent 5 ppm limit and 12-

" Method 16 or 16A.

WAC 173-405-040(1)(c): limit.is 5 ppm @ 8% O,, daily

hour averaging period from
PSD/NOC approval.

" No. 3 Smelt Dissolver Tank (Emission Unit Specific Requirements, D.)

average, approved EPA or Ecology test methods.

Limit# | Underlying Applicable Requirements — " Basis for Consolidating
Cite and Paraphrase of Requirement . '
PSD-88-3 Modification 2 & DE-88-360 Modification 2: Permit imposes limit from the
D.1 Particulate limit (PMyo) is 0.12 Ib/ton of black liquor solids PSD/NOC approval, which has a
(BLS) dry weight, hourly average of three one-hour runs; more stringent ib/ton limit.
Method 5. , ‘ : :
40 CFR § 60.282(a)(2): Particulate limit is 0.2 Ibfton of
BLS dry weight; Method 5.
WAC 173-405-040(2): Particulate limit is 0.3 lb/ton of BLS
dry weight; approved EPA or Ecology test methods.
PSD-88-3 Modification 2 & DE-88-360 Modification 2: Permit imposes the more .
D.2 OpaCIty limit is 20% for more than 6 consecutive minutes | stringent 20% opacity limit from -
| in any 60 minute period. the PSD/NOC approval.
WAC 173-405-040(6). Opacity limit is 35% for more than » '
6 consecutive minutes in any 60 minute period.
PSD-88-3 Modification 2 & DE-88-360 Modification 2: Permit imposes the more
D.3 TRS limit is 0.0168 Ib/ton of black liquor solids, dally stringent 0.0168 Ib/ton limit from
average; EPA Method 16A or 16C. the PSD/NOC approval.
40 CFR § 60.283(a)(4): TRS limit is 0.033 Ib/ton of black ,
liquor solids; EPA Method 16.
PSD-88-3 Modification 2 & DE-88-360 Modification 2: PSD/NOC approval
D4 Requires, as performance indicators, that hourly average | encompasses NSPS

pressure drop through the wet scrubber be at least 3
inches of water and flow rate through the first stage of the
scrubber be least 2000 gallons per minute at a minimum
pH of 9, , based on continuous monitoring while operating.
40 CFR § 60.284(b)(2): Requires monitoring device to
continuously measure pressure loss and scrubbing Ilquor

SUPply

requirement to monitor and adds

‘specific scrubber parameters.
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No. 4 Smelt Dissolver Tank (Emission Unit Specific Requirements, E.)

~ Note: This unit is not subject to New Source Performance Standard- Subpart BB

Limit #

Undeﬂying Applicable Requiremehts -
Cite and Paraphrase of Requirement

Basis for-Consolidating

E.1

PSD-88-3 ModifiCatioh 2 & DE-88-360 Modification 2:

Particulate limit (PMyq) is 0.12 Ib/ton of black liquor solids ’

dry weight, hourly average of three one~hour runs; DOE
Method 8. .

WAC 173-405-040(2): Partlculate fimit is 0.3 Ib/ton of
black liquor solids dry weight; approved EPA or Ecology
test methods.

| Permit imposes the nﬁore
- stringent 0.12 Ib/ton limit from

the PSD/NOC approval.

E2

PSD-88-3 Modlflcatlon 2.& DE-88-360 Modlflcatlon 2
Opacity limit is 20% > than 6 consecutive minutes in any

60 minute period. |
WAC 173-405-040(6): Opacity limit is 35% for > 6

Permit imposes the more ‘
stringent 20% opacity limit from -

the PSD/NOC approval.

consecutive minutes in any 60 minute period.
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No. 4 Lime Kiln (Emission Unit Specific Requirements, G.)

Limit #

Underlying Applicable Requirements —
Cite and Paraphrase of Requirement

Basis for Consolidating

G.1

PSD-88-3 Modification 2 & DE-88-360 Modification 2:
Particulate limit (PMy) is 0.13 gr/dscf @ 10% O, when
firing-with fuel oil, 0.067 gr/dscf @ 10% O, when firing with

| natural gas; DOE Method 8. )
- 40 CFR § 60.282(a)(3). Particulate limit is 0. 13 gridscf @

10% O, when firing with fuel oil, 0.067 gr/dscf @ 10% O,
when firing with natural gas; EPA Method 5.

WAC 173-405-040(1)(a): Particulate limitis 0.13 gr/dscf
@ 10% O,; approved EPA or Ecology test methods.

Permit imposes PSD/NOC
approval limit, which is
equivalent NSPS limit and more
stringent than WAC limit, while
requiring use of ' more stringent
test method than the NSPS
(Meth. 8 measures both front &
back half catch; Meth. 5 only
front half).

G.3

PSD-88-3 Modification 2 & DE-88-360 Modification 2:
Opacity limit is 35% for > 6 consecutive minutes in any 60
minute period.

WAC 173-405-040(6): Opamty Ilmlt is 35% for more than

6 consecutive minutes in any 60 minute peried.

Permit imposes' the similar 35%
opacity limit as the PSD/NOC
approval.

G.9

PSD-88-3 Modification 2 & DE-88-360 Modification 2:
TRS limit is 8 ppm dry basis @ 10% O, on a 12-hour
average; EPA Method 16 or-16A.

40 CFR § 60.283(a)(5): TRS limitis 8 ppm dry basns @ -
10% O, on a 12-hour average; EPA Method 16 or 16A.
WAC 173-405-040(3)(c): limitis 20 ppm @ 8% O, 0n a
daily average; approved EPA or Ecology test methods.

Permit imposes the 8 ppm limit
from the PSD/NOC approval,.
which is equivalent to the NSPS
requirement and more stringent
than the WAC requirement.

G.10

PSD-88-3 Modification 2 & DE-88-360 Modification 2:
Requires, as performance indicators, that hourly average
pressure drop through the wet scrubber be at least 24
inches of water 'and flow rate through the first stage of the
scrubber be least 380 gallons per minute, based on’
continuous monitoring while operating.

40 CFR § 60.284(b)(2). Requires monitoring device to
continuously measure pressure loss and scrubbing liquor

supply.

PSD/NOC approval
encompasses NSPS
requirement to monitor and adds.
specific scrubber parameters.
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No. 3 Power Boiler (Emission Unit Speciﬂc' Requirements, ‘I:)

Limit #

Underlying Applicable Requirements —
Cite and Paraphrase of Requirement

Basis for Consolidating

PSD-88-3 Modification 2 & DE-88-360 Modification.2:
Particulate limit (PM4o) is 0.01 gr/dscf @ 7% O,, hourly
average; EPA Method 5.

40 CFR § 60.43b(c)(1). No particulate matter in excess of
0.10 Ib/miillion Btu heat input; EPA Method 5, 5B or 17.

'WAC 173-405-040(5)(b): Particulate limitis 0 05 gr/dscf

@ 7% 02, approved EPA or Ecology test methods.

Permit uses the PSD/NOC
approval limit of 0.01 gr/dscf,
which is more stringent than the
othertwo fimits. WAC limit is in
same terms and is less
stringent. NSPS limit is
approximately equivalent to 0.05
gr/dscf, which is less stringent.

PSD- 88-3 Modlflcatlon 2 & DE- 88-360 Modlﬁcatlon 2
Opacity limit is 20% for > 6 consecutive minutes in any 60
minute period. -

1 40 CFR § 60. 43b(f) 20%.opacity, 6- mmute avg., except
' for one 6-minute period per hour of < 27% opactty
.WAC 173-405-040(6): Opacity limitis20% for > 6

consecutive minutes in any 60 minute period, except
uncombined water is only reason for opacity exceedance.

Permit imposes the 20% limit
from the PSD/NOC approval.

. PSD-88-3 Modification 2 & DE-88-360 Modification 2:
> | NOy limit is 0.25 Ib/MM BTU heat input, 30-day rolling '

average; monitor continuously using approved CEM
conforming to 40 CFR § 60, App. B & F, Perf. Spec. 2.

40 CFR § 60.44b(d): NO llmlt is 0.30 [b/MM BTU; 30- day
rolling average.

Permit irhposes the more
stringent 0.25 Ib/MMB#u limit

_from the PSD/NOC approval. -
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No. 5 Power Boner (Emission Unit Specific Requirements, H.) .
* Note: ThlS unit is not subject to New Source Performance Standard Subpart Dand Db

WAC 173-405-040(11): SO, Ilmlt is 1000 ppm @ 7% 02,
hourly avg.; approved EPA or Ecology test methods.

Limit # Underlymg Apphcable Requnrements - Basns for Consolidating
Cite and Paraphrase of Requirement ' L
‘ DE-1147: Particulate limit (PM1o) is 0.0164 gr/dscf, EPA Permit uses the NOC approval
H.1 Method 5. limit of 0.0164 gr/dscf, which is
WAC 173-405 040(5)(b) Particulate l|m|t is 0.05 gr/dscf, more stringent than the other
approved EPA or Ecology test methods. { two limits. WAC limit is in.same
terms and is less stringent.
NSPS limit is approximately
equivalent to 0.05 gr/dscf,
which is less stringent.
DE-114T: Opaolty limit is 20% for > 6 consecutive minutes | Permit imposes the 20% limit
H.3' .in any 60 minute period. from the NOC approval.
WAC 173-405-040(6): Opacity limitis 20% for > 6 :
consecutive minutes in any 60 minute period, except
uncombined water is only reason for opacity exceedance. '
| DE-1147: SO, limitis 16.6 ppm @ 7% O, 24-hour avg ; Permit imposes 16.6 ppm
H.4 EPA Method 6 Or 6c. limit, which is more stringent

than and encompasses the -
1000 ppm limit.
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' " APPENDIX E B
Glossary of Terms Used in the Air Operating Permit

- Annual average In defining the averaging perlod of a partlcular limit, annual average means the calendar
year average. Determining compliance with a limit with an annual average shall be based on the unit’s
operation for a calendar year. ‘

Calendar year average. The calendar year average is the average value of a glven parameter over the
_period beginning on January 1 and ending on December 31.

Intermittent compllance For the purpose of annually certlfymg compliance; the permittee is considered to
. be in intermittent compliance with a permit term or condition if it is not in continuous compliance with the
~ permit term or condltlon during the annual certlﬂcatlon period.

Named streams. means the pulping process condensates from the equipment systems hsted below [40 CFR
63.446(b)] . Named streams specific to the facility addressed by this permit are specnﬂed in Emission Unit
Specmc Requlrements u.- :

Each digester system;

Each evaporator system condensate from N

The vapors from each stage where weak liquor is mtroduced (feed stages) and

Each evaporator vacuum system for each stage where weak liquor is. |ntroduced (feed stages).
Each HVLC oollectlon system o

Operating/in operation. In operati'on means engaged in acfivity related to the primary design function of the
source. For example, a straight recovery furnace is in operation only when combusting black liquor, and a
lime kiln is in operation only when feeding lime mud. :

Rolling Annual Average In defining the averaging period of a particulate emissions limit, the rolling annua!
avérage means the average of the emissions readings of the previous year leading up to the reporting date.
Fora rolhng annual average limit with an associated monthly reporting requnrement the rolling annual
average is a 12-month rolling average, calculated monthly.” The need for this term is necessitated by the
possibility of diffefent reporting frequencies for a smgle emissions limit, based on the performance of thé unit
compared to the permit limit. :

60-minute period. The penod from the top of one hour to the top of the next hour (e.g., 07:00:00 to
07:59:59). ‘

Visual opacity assessment. A visual opacity assessment as used-in this permit, is the use of an observer
trained in general procedures for determining visibie emissions, which cotild include DOE Method 9B or EPA
- Method 9. A trained observer does not need to have current certification in Method 9B8. Under normal
conditions, a trained observer will be present at the facility, while a certifi ed Method 9B observer is not always
readily available.
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APPENDIXF .
Footnote Keys
" ! Monitoring is required only when emission unit is operating.

2 If monitored emissions are equal to or less than 75% of the emission limitation for any six consecutive .
months, emissions will be monitored by three 1-hour test per quarter and reported quarterly. There shall be
no more than 105 days between each quarterly test. If monitored emissions are greater than 75% of the -
emission limitation in any of the previous six months, the monitoring and reporting frequency will be ‘as stated
in the tables. The permit conditions that affected are A.1, B.1, D.1, E.1, G.1, H.1, and I.1.

® CMS Data Recovery. State and federal regulations recognize that monitoring data may be lost for legitimate
reasons. The permittee may be exempted from monitoring and reporting requirements during periods of
monitoring system malfunctions, provided that the permittee shows that the malfunctioh was unavoidable and
is being repaired as expeditiously as practicable. [40 CFR §60.13(e); 40 CFR 63.8(c)(4); WAC 173-400-
105(5)(h); WAC 173-405-077] . s

The permittee shall make every effort to acquire, maintain, and recover valid monitoring data. CMS downtime
and resulting monitoring data loss due to malfunctions shall be less than 10% of the monthly unit operating
time. An acceptable explanation for the loss of monitoring data must be provided in the monthiy report.
Periods when CMS data is not recovered due to daily calibration, zero and span checks are not considered
nor reported as CMS downtime in the monthly report. Recards of daily calibration, zero and span checks
shall be kept for a period of five years and made available upon request to Ecology. [WAC 173—401-
615(1)(0) WAC 173-401 630(1)] :

4 MACT CMS Performance Reports. The permittee shall record and report CMS downtime in the semi- annual
MACT report [40 CFR 63.10(e)] ‘

5NSPS CMS Performance Reports. The permittee shall record and report CMS downtime in the monthly
report. [40 CFR §60.7(c) and (d) (2/12/99)]

- ®*WA PSD/INSR/SIP CMS Performance Reports. The permittee shall record and report CMS downtime, other
than calibration, zero and span checks, in the monthly report. In the case of monitor downtime due to system
malfunctions, the report will address whether the malfunction was unavoidable, and repaired as expeditiously
as practlcable [WAC 173-400- 105(5)(h) WAC 173-405-077; WAC 173-401 -615(1 )c); WAC 173-401-630(1)]

" See Condltlon T.1 and T.11. During periods when the HVLC sources are collected but not mcmerated due
to the unavailability of the control device, venting is allowed by § 63.443(e) and § 63.450(d). The HVLC
gases will be vented to the No. 3 Recovery Furnace and/or No. 4 Recovery Furnace stacks. The HVLC
gases are discharged downstream from the furnace but upstream of the continuous emission monitoring
(CEM) system. During these venting periods, excess emissions shall not be a violation according to §
63.443(c) and (d) provided that the time of excess emissions does not exceed four percent of the. total
operating time of the HVLC system in a semi-annual reporting period. Permittee in addition shall install a
flowmeter in a representative location on the HVLC line that complies with § 63.450(d). For the purpose of
calculating the compliance with the TRS limit of the No.3 and/or No. 4 Recovery Furnace, the concentrations
recorded by the in-stack CEMS and the time period during which HVLS gases vented may be excluded from
12-hour TRS average emission rate. Permittee shall comply with requnrements of §63.443(e)(2) and -
Condition T.3 of this AOP Permlt

® There shall be no visible emissions other than water vapor from the cyclone stacks Visible emissions
acknowledge the potential presence of unquantified but negllglble and not visible concentratlons of
- particulate.

" ® HVLC system compliance date April 17, 2006.
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APPENDIX G : Exisfing Orders and Permits |

Order DE-1147-AQ04 -
, PSD-88-3/Modification 2 . .
Order DE-88-360/Modification 2
Order DE-96-AQ-I059
Order DE-95-AQ-I050
Order DE-93-AQ-1140
. Order DE-87-309
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